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Contract #72A76

FAP

Rte 614
144(B-1) Cass & Mason
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Fill slot

with weld
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ASTM B 211

alloy 6061-T6
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6’’ } Fiberglass Pipe
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SECTION THRU PARAPET

SHOWING FLOOR DRAIN INSTALLATION
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~ �’’ } x 1’-6", Min. steel stud bolts

threaded 6’’ each end with 2 washers

and locknuts. �’’ } holes in web

(May be drilled in field.)

A A

1’-7" 2-#5 a7(E) bars at 4" cts.

(1’-6" lg.) tied to bottom of

top reinforcement mat.  typ.

2
"
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l.
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PLAN - REINFORCEMENT

TREATMENT AT SCUPPERS

Note:

  Cut longitudinal reinforcement to

clear drainage scuppers.

Drainage Scupper, DS-11

See Sheet 30 of 86

for details.

1"

min.

SECTION A-A thru PARAPET

SHOWING SCUPPER INSTALLATION

Note:

  Drains shall be located clear of all

diaphragms.

  Floor drains need not be painted.

  Fiberglass pipe shall conform to

ASTM D 2996, with short-time rupture

strength hoop tensile stress of 30,000

p.s.i. minimum.  Galvanize clamping

device according to AASHTO M232.

PARAPET SECTIONS w/DECK DRAIN DETAILS

F.A.P. 614 (IL 78) OVER SANGAMON RIVER

PUBLIC WATERS

CASS & MASON COUNTIES

SECTION 144 (B-1)

STA. 913+26.00

STRUCTURE NUMBER 009-0510

165351


