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CONTRACT NO. 60T24

B-N-5 COOK3565

F.A.U.

 IL. ROUTE 171 (ARCHER AVE.) AT 104th AVE.

DRAINAGE TABLE

1

4

TRENCH BACK FILL  =  5 CUBIC YARD3

PROP. STORM SEWER, CLASS A, TYPE 2, 15", 90.3’

TRENCH BACK FILL  =  40.7 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 15", 48.1’

5
TRENCH BACK FILL  =  7.1 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 18", 82’

8
TRENCH BACK FILL  =  0 CUBIC YARD

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 3.0’

TRENCH BACK FILL  =  20.4 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 18", 67.5’
9

10
TRENCH BACK FILL  =  2.7 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 18", 9.1’

TRENCH BACK FILL  =  24.9 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 89.2’
11

12
TRENCH BACK FILL  =  4.8 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 14.3’

13
TRENCH BACK FILL  =  25.2 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 45.9’

TRENCH BACK FILL  =  8.6 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 17.0’
14

TRENCH BACK FILL  =  2.1 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 6.6’
15

16
TRENCH BACK FILL  =  47.9 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 60.9’

17
TRENCH BACK FILL  =  4 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 8.3’

18
TRENCH BACK FILL  =  19 CUBIC YARDs

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 26.6’

19
TRENCH BACK FILL  =  0 CUBIC YARD

PROP. STORM SEWER, CLASS A, TYPE 3, 24", 14.3’

24
TRENCH BACK FILL  =  0 CUBIC YARD

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 64.5’

27
TRENCH BACK FILL  =  0 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 118.7’

28

TRENCH BACK FILL  =  0 CUBIC YARD

EQUIV. ROUND SIZE 24" 123.6’  ( 19" X 30" ELLIPTICAL )

PROP. STORM SEWER, CLASS A, TYPE 2, 

29

TRENCH BACK FILL  =  0 CUBIC YARD

EQUIV. ROUND SIZE 24" 21.9’  ( 19" X 30" ELLIPTICAL )

PROP. STORM SEWER, CLASS A, TYPE 2, 

23
TRENCH BACK FILL  =  0 CUBIC YARD

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 8.4’

20
TRENCH BACK FILL  =  27.3 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 74.3’

TRENCH BACK FILL  =  4 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 7.0’
21

22
TRENCH BACK FILL  =  0 CUBIC YARD

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 9.7’

TRENCH BACK FILL  =  31.3 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 62.5’
25

26
TRENCH BACK FILL  =  0 CUBIC YARD

PROP. STORM SEWER, CLASS A, TYPE 3, 12", 29.7’

31
TRENCH BACK FILL  =  7.8 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 11.7’

32
TRENCH BACK FILL  =  101.5 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 115.3’

33
TRENCH BACK FILL  =  0 CUBIC YARD

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 3.0’

34
TRENCH BACK FILL  =  94.3 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 104.8’

STORM SEWER PIPES

DRAINAGE STRUCTURES AND STORM SEWERS TABLE

TRENCH BACK FILL  =  1.7 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 6.1’

36
TRENCH BACK FILL  =  0 CUBIC YARD

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 2.2’

35

37
TRENCH BACK FILL  =  73.5 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 74.8’

38
TRENCH BACK FILL  =  1.3 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 4.6’

39
TRENCH BACK FILL  =  0 CUBIC YARD

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 2.4’

40
TRENCH BACK FILL  =  45.2 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 63.4’

41
TRENCH BACK FILL  =  8.1 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 24", 7.8’

45
TRENCH BACK FILL  =  201.1 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 18", 155.4’

46
TRENCH BACK FILL  =  103.8 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 18", 111.3’

47
TRENCH BACK FILL  =  0 CUBIC YARD

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 27.6’

48
TRENCH BACK FILL  =  5.1 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 6.0’

TRENCH BACK FILL  =  1.4 CUBIC YARDS

PROP. STORM SEWER, CLASS A, TYPE 2, 12", 5.6’
50

NOTE:

    B) TO THE CENTER OF THE STRUCTURE FOR ALL OTHER STRUCTURE LOCATIONS.

    A) TO THE PAVEMENT EDGE, FOR STRUCTURES FALLING IN THE CURB LINE.

THE FOLLOWING POINTS:

STORM SEWER OFFSET LOCATIONS GIVEN ON THE DETAILED PLANS ARE TO 

44129


