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GENERAL NOTES

Sq Yd

Sq Yd

Drainage Scuppers, DS-11

Sq Yd

Concrete Removal

Concrete Superstructure

Bridge Deck Grooving

Protective Coat

Reinforcement Bars, Epoxy Coated

Bridge Deck Latex Concrete Overlay, 2�" Inches

Bridge Deck Scarification 2�"

Deck Slab Repair (Full Depth, Type I)

Cu Yd

Cu Yd

Pound

Sq Yd

Sq Yd

Each

ITEM UNIT TOTAL

TOTAL BILL OF MATERIAL

4,430
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33

268

469

290

290

13

10

3 5

LEGEND

Bridge Deck Scarification, 2 �"

Concrete Removal

 

Work Zone

 

Work Zone

  See Roadway Plans for quantity of Temporary Barrier.

  All cross sections are looking up station.

Note:

Bridge Deck Latex Concrete Overlay, 2�"
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Median

Raised Concrete 

MEDIAN STAGE CONSTRUCTION DETAILS (2 OF 2)

for the work.

Contractor will be paid for the quantity actually furnished at the unit price bid

additional compensation for a change in scope of the work, however, the

to construction or ordering of materials.  Such variations shall not be cause for

details affecting new construction and make necessary approved adjustments prior

construction variations.  The Contractor shall field verify existing dimensions and

  Plan dimensions and details relative to existing plans are subject to nominal

  Reinforcement bars designated (E) shall be epoxy coated.

typ.

Standard 701901-03, 

Temporary Drums, 

typ.

Standard 701901-03, 

Temporary Drums, 

 

1’-0"

 

1’-0"

Sq YdProtective Shield 2,320

with Concrete Removal

scarified deck. Cost included 

be cut flush with top of 

extending into Median shall 

Existing reinforcement 
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