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with Concrete Superstructure.

1051.07 of the Standard Specifications. Cost included 

Self-Expanding Cork Joint Filler according to Article 

  At construction joints, include �" Preformed 

of bars with 3 lengths per line.

  Bars indicated thus 5x3-#5 etc. indicates 5 lines 

Notes:

Offset 5.52’ RT

Sta. 506+71.82
Offset 13.00’ RT

Sta. 504+71.88
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Existing deck

Edge of Traffic Lanes
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Offset 13.00’ RT

Sta. 504+06.58

~ Brg. South Abut.

Sta. 505+18.52

~ Pier
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b(E)

b (E)

Pound

#5

#5

#5

#5

Epoxy Coated

Reinforcement Bars,

b (E)

b (E)

10
"

BILL OF MATERIAL

Concrete Superstructure

#5

29’-0"

25’-6"

22’-6"

4’-3"

25

10

5

20

594

4,430

33

 (See Special Provisions)

bridge relief joint sealer 

�"x�" Formed joint with 

27’-1�"

Construction Joint

Concrete Overlay, 2�"

Bridge Deck Latex

***

**

Full width along joint - backer rod not required.
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SECTION A-A

PLAN

typ
.

2
" cl.

m
in
.

6
’’

~ Scupper/Opening

4’-0"

typ.

2" cl.

4’-0"

4
"

1"

R=1"

See Sheet 5 of 5 for details

Drainage Scupper, DS-11

26’-10"

Cu Yd

**~ Formed Joint

Raised Concrete Median

construction joints. Bend b (E) bars to fit in field.

b(E), b (E), b (E) and b (E) bars shall not pass thru 

1

(Full Depth, Type I)

Deck Slab Repair 

Sq Yd
(Full Depth, Type I)

Deck Slab Repair 
13

Bar No. Size Length Shape

a(E) 80 #5 1’-6"

2"

9
"

Median

Raised Concrete 

2" 1�"

Offset 13.00’ RT

Sta. 503+79.61

Bk South Approach

at 12" cts.

5-#5 b (E) 

at 12" cts.

5x2-#5 b (E) 

at 12" cts.

5x4-#5 b (E) 

(43 each side)

4"

2"or b (E) bars at

#5 b(E), b (E), b (E)

|12" cts. full length

1 2

3

Sq Yd

2�" Inches

Concrete Overlay 

Bridge Deck Latex 

290

c(E)

cts. (28 each side)

56-#5 c(E) at 12"

at 12" cts. (93 each side)

186-#5 c(E) bars

at 12" cts.

86-#5 c(E) bars

at 12" cts. (133 each side)

266-#5 c(E) bars

3’-5"

BAR c(E)

top reinforcement mat. typ.

(1’-6" long) tied to bottom of

2-#5 a(E) bars at 4" cts.

8
"

Reinforcement

Salvage Existing 

2
’-

11
"

reinforcement.

to avoid interference with existing deck

  Adjust scupper location as required

clear drainage scuppers.

  Cut longitudinal reinforcement to

Notes:

153’-4�"46’ 10�"65’-8�"

20’-9" 20’-9"

3’-7"

1’
-
5
�
"
"

1’-9�"

~ Willow Springs Road

drainage scupper locations

and rotate bars to fit at 

#5 c(E) bars at 12" cts. Shift 
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locations. Locate drilled holes to miss transverse bars in deck.

reinforcement bars. Locate longitudinal bars to miss drilled 

precautions to prevent drilled-hole interference with deck 

hole shall not exceed 6". Contractor shall take all necessary 

scored per manufacturer’s recommendations. Maximum depth of 

Standard Specifications. Drilled holes shall be roughened or 

Drill and epoxy grout according to Section 584 of the 
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 505+00
 506


