
 

 

 

  

 

 

   

 

   

 

 

 

 

 

 

 

 

 

 

      

  

 

 

  

I.
SECTION COUNTY

ILLINOIS FED. AID PROJECT

 39   McLean   214  16 

TOTAL

SHEETS

SHEET

NO.RTE.

       57(2,3)R       

CONTRACT NO. 70A28

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

berganaj=USER NAME

40.0000 ’ / in.=PLOT SCALE

3/18/2014=PLOT DATE

c:\pw_work\pwidot\berganaj\d0373050\D570A28-SHT-TYPICAL.dgn

=FILE NAME

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

                              

       TYPICAL SECTIONS       

SHEET   3 OF  5 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-$MODELNAME$

BJH 12/13/2013

          

          

          

          

          

          

          

2’-0"

VARIES

MIN. &

6’-6"10’-0" 12’-0" 12’-0" 6’-0"

& VARIES

18’-0" 6’-0" 12’-0" 12’-0" 10’-0"

�"/FT.

�"/FT.
*

�"/FT.*

1:6

1:6

2’-0"

& VARIES

0’-0" TO 12’-0"

VARIES

MIN. &

6’-6"10’-0" 12’-0" 12’-0" 6’-0" 6’-0" 12’-0" 12’-0" 10’-0"

& VARIES

0’-0" TO 12’-0"

EXISTING TYPICAL SECTION F.A.I.  39

PROPOSED TYPICAL SECTION F.A.I.  39 3

*

1:5
1:5

124’-0" & VARIES

124’-0" & VARIES

1:6

3

\

\ \

\

SOUTHBOUND NORTHBOUND

COURSE, MIX "D", N90 (224 LBS/SQ YD)

POLYMERIZED HOT-MIX ASPHALT SURFACE 

COURSE, IL-19.0, FG, N90 (252 LBS/SQ YD)

POLYMERIZED HOT-MIX ASPHALT BINDER 

IL-19.0 FG, N90 (420 LBS/SQ YD)

HOT-MIX ASPHALT BINDER COURSE, 

CONCRETE PAVEMENT (METHOD 1)

RUBBLIZING PORTLAND CEMENT 

SLOPE VARIES IN SUPERELEVATION WITH MAXIMUM OF 0.08 FT/FT DIFFERENCE** 

SLOPE VARIES FOR SUPERELEVATION IN CURVES * 

*MATCH EX.
** **

PCC SHOULDERS, 10�" TO 6" AGGREGATE SHOULDERS, TYPE B

P.C. CONCRETE PAVEMENT 10�" (HINGE JOINT)

PCC SHOULDERS, 10�" TO 6"

** **
** **

�"/FT.*

*MATCH EX.

VARIABLE*

SOUTHBOUND NORTHBOUND

 TRAFFIC: DESIGNSTRUCTURAL Year 2015

 =PV 15,079  =SU 863  =MU 5,630

 CLASSIFICATION:ROAD/STREET  =Class I

 LANE: DESIGN IN TRAFFIC DESIGN STRUCTURAL OFPERCENT

 =P 32%  =S 45%  =M 45%

 FACTOR:TRAFFIC   = TFActual 3.57   TypeAC SBS

  = TFMinimum 1.00

 GRADE:PG  =Binder 64-22  =Surface 70-28

 RATING: SUPPORTSUBGRADE

 =SSR POOR (Sta.50+67 to 288+90 )

 =SSR (Sta. to )

4

TO

& VARIES

20’-0"

& VARIES

20’-0"

126+77.61
STATION

144+28.27
STATION

2

4

TO
126+77.61

STATION
144+28.27

STATION
2

HMA SHOULDERS, (896 LBS/SQ YD) (TYP.)

FURNISHED EXCAVATION (TYP.)

REPLACEMENT 11" (TYP.)

SHOULDER REMOVAL AND 

REMOVAL (TYP.)

PIPE UNDERDRAIN 

UNDERDRAINS (TYP.)

4" PIPE 

1:5
1:5

**
*�"/FT. �"/FT.* VARIABLE*

**

HMA OVERLAY, 8"

HMA SHOULDERS, 8"

& VARIES

20’-0"

DRAINAGE MAT UNDERDRAINS (TYP.)

4" PIPE UNDERDRAINS (TYP.)

TO
CLASS B PATCHING LOCATIONS

(SN 057-0217)  126+77.61
STATION

 129+23.61
STATION

RUBBLIZED P.C. CONCRETE PAVEMENT 10�" (HINGE JOINT)

STABILIZED SUB-BASE, 4" STABILIZED SUB-BASE, 4"


