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EXISTING HOT-MIX ASPHALT 3�"

EXISTING LONGITUDINAL JOINT

EXISTING HOT-MIX ASPHALT 3"

EXISTING HOT-MIX ASPHALT SHOULDER

PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N90, 1�"

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, (VARIABLE DEPTH)

WILLIAMSVILLE

D6 SPRING RD REPAIR 2014-2

I-55 TYPICAL SECTIONS 
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NORTHBOUND LANESSOUTHBOUND LANES
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D6 SPRING RD REPAIR 2014-2
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PROPOSED MODIFIED URETHANE PAVEMENT MARKING - LINE, 5"

PROPOSED PREFORMED PLASTIC PAVEMENT MARKING TYPE B - INLAID - LINE, 5"

12 1112

STA. 322+67.62 TO STA. 327+67.62

MATCH EXISTING SUPERELEVATION2.

PROPOSED POLYMERIZED HOT-MIX ASPHALT LEVELING BINDER COURSE, IL-9.5, N90, 1 1/2"

BUTT JOINT DETAIL
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MIX D, 1 1/2" 
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HMA LEVELING BINDER, 1 1/2"


