
DESCRIPTION UNIT QUANITITY

GRADING AND SHAPING DITCHES FOOT 296

SEEDING, CLASS 2A ACRE 0.2

NITROGEN FERTILIZER NUTRIENT POUND 17

PHOSPHORUS FERTILIZER NUTRIENT POUND 17

POTASSIUM FERTILIZER NUTRIENT POUND 17

MULCH, METHOD 2 ACRE 0.2

HOT-MIX ASPHALT BASE COURSE WIDENING, 8" SQ YD 336

CLASS D PATCHES, TYPE IV, 17 INCH SQ YD 125

AGGREGATE SHOULDERS, TYPE B 6" SQ YD 15

TRAFFIC CONTROL AND PROTECTION, STANDARD 701321 EACH 1

TRAFFIC CONTROL SURVEILLANCE CAL DA 35

TEMPORARY BRIDGE TRAFFIC SIGNALS EACH 1

TEMPORARY CONCRETE BARRIER FOOT 450

RELOCATE TEMPORARY CONCRETE BARRIER FOOT 275

IMPACT ATTENUATORS, TEMPORARY (NON- REDIRECTIVE), TEST LEVEL 3 EACH 2

IMPACT ATTENUATORS, RELOCATE (NON- REDIRECTIVE), TEST LEVEL 3 EACH 2

WHITE WHITE

TEMPORARY THERMOPLASTIC

PAVEMENT PAVEMENT

MARKING MARKING

LINE 4" LINE 24"

STATION TO STATION (FOOT) (FOOT)

732+06 TO 737+07 501

733+69 TO 735+91 222

12

12

731+50 TO 738+50 702

732+74 TO 736+74 400

12

12

1,825 48

PAVEMENT MARKING SCHEDULE

LOCATION

BASE BID

STAGE I

738+59.5

TOTAL

730+89.5

STAGE II

730+89.5

738+59.5


