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BUTT JOINT, 4.5’ (TYP.)

HMA SURFACE REMOVAL

BUTT JOINT, 4.5’ (TYP.)

HMA SURFACE REMOVAL

PROP. HMA SURFACE COURSE, MIX "D", N70, 1�"

PROP. HMA SURFACE REMOVAL, 2�"

PROP. POLY. LEVELING BINDER (MACHINE METHOD), IL-4.75, N50,  3/4 "

PROP. HMA SURFACE COURSE, MIX "D", N70, 1�"

PROP. HMA SURFACE REMOVAL, 2�"

PROP. POLY. LEVELING BINDER (MACHINE METHOD), IL-4.75, N50,  3/4 "

* LAKE AND McHENRY COUNTY

30

P.

(TYP.)

LIMIT OF IMPROVEMENT

WHITE SKIP DASH LINE (2’ DASH - 6’ SKIP) - TYP.

PROPOSED THERMOPLASTIC PAVEMENT MARKING 6" 
4" DOUBLE YELLOW LINE @ 11" C-C (TYP.)

PROPOSED THERMOPLASTIC PAVEMENT MARKING

YELLOW 45° DIAGONAL LINE, @ 75’ C-C (TYP.)

PROPOSED THERMOPLASTIC PAVEMENT MARKING 12"

MARKING 4" WHITE EDGE LINE (TYP.)

PROPOSED THERMOPLASTIC PAVEMENT

WHITE SKIP DASH LINE (2’ DASH - 6’ SKIP) - TYP.

PROPOSED THERMOPLASTIC PAVEMENT MARKING 6" 

MARKING 6" WHITE LINE (TYP.)

PROPOSED THERMOPLASTIC PAVEMENT 

MARKING 4" WHITE EDGE LINE (TYP.)

PROPOSED THERMOPLASTIC PAVEMENT

MARKING 6" WHITE LINE (TYP.)

PROPOSED THERMOPLASTIC PAVEMENT 

4" DOUBLE YELLOW LINE @ 11" C-C (TYP.)

PROPOSED THERMOPLASTIC PAVEMENT MARKING

WHITE SKIP DASH LINE (2’ DASH - 6’ SKIP) - TYP.

PROPOSED THERMOPLASTIC PAVEMENT MARKING 6" 

MARKING 4" WHITE EDGE LINE (TYP.)

PROPOSED THERMOPLASTIC PAVEMENT

(TYP.)

LIMIT OF IMPROVEMENT

MARKING 4" WHITE EDGE LINE (TYP.)

PROPOSED THERMOPLASTIC PAVEMENTMARKING LETTERS & SYMBOLS (TYP.)

PROPOSED THERMOPLASTIC PAVEMENT

4" DOUBLE YELLOW LINE @ 11" C-C (TYP.)

PROPOSED THERMOPLASTIC PAVEMENT MARKING

4" DOUBLE YELLOW LINE @ 11" C-C   

POLYUREA PAVEMENT MARKING TYPE I

4" WHITE EDGE LINE   

POLYUREA PAVEMENT MARKING TYPE I

BRIDGE DECK
SEALING

(SEE NOTE BELOW)

NOTE:

SN 049-0079

COST OF CLEANING IS INCLUDED IN THE COST OF CONCRETE SEALER.

OF THE CONCRETE SEALER TO THE SATISFACTION OF THE ENGINEER.

THE CONTRACTOR SHALL CLEAN THE DECK PRIOR TO THE APPLICATION

AND PARAPET WITH CONCRETE SEALER.

THE CONTRACTOR SHALL SEAL THE EXISTING DECK, SIDEWALK 

SECTION COUNTY
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PROPOSED ROADWAY AND PAVEMENT MARKINGS PLAN

IL ROUTE 22 (US 14 TO US 12)
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