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TEMPORARY LIGHTING UNIT, 50’ WOOD POLE, CLASS 3 WITH

250W HPS MULTIMOUNT LUMINAIRE, 42’ MOUNTING HEIGHT

AERIAL CABLE, 2-1/C NO. 4 ALUMINUM WITH MESSENGER WIRE

UNLESS NOTED OTHERWISE

ELECTRIC CABLE IN TRENCH, TRIPLEX, 3-1/C NO. 2 AND NO. 2 GND

STRANDED ALUMINUM

TEMPORARY LIGHTING CONTROLLER
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CIRCUIT DIAGRAM - WEST CROSSOVER
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NOTES 1 AND 2

(TYP)

DOWNGUY AND

ANCHOR (TYP)

TEMPORARY LIGHTING

CONTROLLER, 240V, POLE MOUNTED

STA 574+20

TO SERVICE, 120/240V

SINGLE PHASE, 3 W
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FOR INFORMATION ONLY

1.

2.

3.

TEMPORARY WOOD POLES SHALL BE TALLER AS NEEDED

TO MAINTAIN REQUIRED GROUND CLEARANCE OF AERIAL

CABLES AND 42 FEET MOUNTING HEIGHT.

TEMPORARY WOOD POLES SHALL BE SET BACK MIN 30 FT

FROM EDGE OF PAVEMENT OR 4 FT BEHIND THE GUARDRAIL.

FOR POLES LOCATED BEHIND THE GUARDRAIL LUMINAIRE

AIMING SHALL BE ADJUSTED AS DIRECTED BY THE ENGINEER.
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