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       TYPICAL SECTIONS       

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

   

   

   

   

-

-

-

-

   

   

   

   Default

12’-0" 12’-0" 12’-0"

TO 15’ @ RT. STA. 20+03

VAR. FROM 0’ @ RT. STA. 15+43 +
-

+
-

EXIST. P.C.C. BASE COURSE, 8"
SURFACE COURSE MIX E, N105, 1 1/2"

PROPOSED POLYMERIZED HMA

LEVELING BINDER, 3/4"

PROPOSED POLYMERIZED HMA

SURFACE REMOVAL, 2 1/4"

PROPOSED HOT-MIX ASPHALT

AND GUTTER 

EXIST. COMB. CURB

       TO BE USED
STA 15+43 TO 20+03

~

VAR. FROM 12’ TO 18’

VAR. FROM 48’ TO 56’

12’-0"14’-0"

43’-0"

12’-0"

~

LINE STRIPING (TYP)

PROPOSED EDGE 

12’-0"

*NOTE: ROADWAY CROWN SHIFTS

*
* *

*

*

*

*

*MATCH EXISTING

IL 13 WB

IL 13

12’-0"

43’-0"

12’-0"12’-0"

*

*

       TO BE USED

NOTES: ROADWAY CROWN SHIFTS

RESURFACING OF FAR RIGHT

LANE ENDS AT STA 23+86

       TO BE USED

EB STA 87+00 TO STA 22+79 WB STA 20+03 TO STA 26+20 

OVER AGGREGATE

EXISTING PCC PAVEMENT, 9"

EXISTING PCC PAVEMENT, 8"

AND GUTTER 

EXIST. COMB. CURB

SURFACE COURSE MIX E, N105, 1 1/2"

PROPOSED POLYMERIZED HMA

LEVELING BINDER, 3/4"

PROPOSED POLYMERIZED HMA

SURFACE REMOVAL, 2 1/4"

PROPOSED HOT-MIX ASPHALT

EXISTING RESURFACED PAVEMENT

CENTER TURN LANE

WESTBOUND LANESEASTBOUND LANES


