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SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 4

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

STAGE I (TYPICAL)

TRAFFIC CONTROL & PROTECTION STANDARD 701316 (SPECIAL)

SHEET 1 OF 3 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

WORK AREA

SIGN

TRAFFIC SIGNAL

FLASHING LIGHTS

TYPE III BARRICADE WITH

SYMBOLS

DRUM WITH STEADY BURNING LIGHT

TRAFFIC CONTROL SHOWN FOR SN 075-0103. SN 075-0089 AND SN 075-0112 WILL BE SIMILAR.4.
REMOVAL OF EXISTING PAVEMENT MARKINGS WILL NOT BE REQUIRED.3.
ALL TRAFFIC CONTROL DEVICES NOT SHOWN ON THIS DETAIL SHALL BE PLACED PER STANDARD 701316.2.
TRAFFIC CONTROL SHALL CONFORM TO STANDARD 701316 AND AS SHOWN ON THIS SHEET.1.

NOTES:

DRUM

5
0
0
'

TO BE COVERED
EX "STOP" SIGN

R1-2-48
"YIELD" SIGN

R1-2-48
"YIELD" SIGN

AND 1-DETOUR SIGN M4-9L-3024 ATTACHED
W/ 1-"ROAD CLOSED" SIGN R11-2-5930 ATTACHED
2-TY3 BARR. 10' EACH

R10-6A-2430
"STOP HERE ON RED" SIGN

R10-6A-2430
"STOP HERE ON RED" SIGN

PLAQUE W16-6pL-2418
W20-4(0)-48 W/ LT ARROW
"ONE LANE ROAD AHEAD"

W3-3(0)-48
TRAFFIC SIGNALS AHEAD

5
0
0
'

D
R

U
M
S
 

@
 
5
0
' 

C
T

R
S
. 

F
O

R
 
2
0
0
'

O
F
 

D
E

T
E

C
T

O
R
 
L

O
O
P
S

S
E

E
 

D
E

T
A
I
L
 
F

O
R
 
P

L
A

C
E

M
E

N
T

10
'

5
0
0
'

D
R

U
M
S
 

@
 
5
0
' 

C
T

R
S
. 

F
O

R
 
2
0
0
'

10
'

5
0
0
'

10
0
0
'

10
0
0
'

DRUMS @ 50' CTRS.

R1-2-48
"YIELD" SIGN

TO BE COVERED
EX "STOP" SIGN

R1-2-48
"YIELD" SIGN

R10-6A-2430
"STOP HERE ON RED" SIGN

D
E

T
E

C
T

O
R
 
L

O
O
P
S

P
L

A
C
E

M
E

N
T
 
O
F
 

S
E

E
 
D

E
T

A
IL
 
F

O
R
 

PLAQUE W16-6pL-2418
W20-4(0)-48 W/ LT ARROW
"ONE LANE ROAD AHEAD"

W3-3(0)-48
TRAFFIC SIGNALS AHEAD

10'

CTRS FOR 200'
DRUMS @ 50'

SIGN R10-6A-2430
"STOP HERE ON RED"

10'
CTRS FOR 200'

DRUMS @ 50'

OR W20-1(0)-48
RCA SIGNS W20-1103(0)-48

OR W20-1(0)-48
RCA SIGNS W20-1103(0)-48

FOR ADDITIONAL TC&P
ON SHEET 3 OF 3
SEE DETAIL "A"

FOR ADDITIONAL TC&P
ON SHEET 3 OF 3
SEE DETAIL "A"

W1-6(0)-4824 ATTACHED
1-LARGE ARROW SIGN
1-TY3 BARR. W/ 

W1-6(0)-4824 ATTACHED
1-LARGE ARROW SIGN
1-TY3 BARR. W/ 
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 SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 5

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

STAGE II (TYPICAL)

TRAFFIC CONTROL & PROTECTION STANDARD 701316 (SPECIAL)

SHEET 2 OF 3 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

WORK AREA

SIGN

TRAFFIC SIGNAL

FLASHING LIGHTS

TYPE III BARRICADE WITH

SYMBOLS

DRUM WITH STEADY BURNING LIGHT

TRAFFIC CONTROL SHOWN FOR SN 075-0103. SN 075-0089 AND SN 075-0112 WILL BE SIMILAR.4.
REMOVAL OF EXISTING PAVEMENT MARKINGS WILL NOT BE REQUIRED.3.
ALL TRAFFIC CONTROL DEVICES NOT SHOWN ON THIS DETAIL SHALL BE PLACED PER STANDARD 701316.2.
TRAFFIC CONTROL SHALL CONFORM TO STANDARD 701316 AND AS SHOWN ON THIS SHEET.1.

NOTES:

DRUM

TO BE COVERED
EX "STOP" SIGN

R1-2-48
"YIELD" SIGN

R10-6A-2430
"STOP HERE ON RED" SIGN

W3-3(0)-48
TRAFFIC SIGNALS AHEAD

PLAQUE W16-6pL-2418
W20-4(0)-48 W/ LT ARROW
"ONE LANE ROAD AHEAD"

SIGN R10-6A-2430
"STOP HERE ON RED"

R1-2-48
"YIELD" SIGN

10'
CTRS FOR 200'

DRUMS @ 50'

M4-9L-3024 ATTACHED
AND 1-DETOUR SIGN 
SIGN R11-2-5930 ATTACHED
W/ 1-"ROAD CLOSED" 
2-TY3 BARR. 10' EACH

DRUMS @ 50' CTRS.

5
0
0
'

10
0
0
'

D
R

U
M
S
 

@
 
5
0
' 

C
T

R
S
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F
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0
0
'
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E

T
E

C
T

O
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O
O
P
S

P
L

A
C
E

M
E

N
T
 
O
F
 

S
E

E
 
D

E
T

A
IL
 
F

O
R
 

5
0
0
'

10
'

R1-2-48
"YIELD" SIGN

R10-6A-2430
"STOP HERE ON RED" SIGN

10'

CTRS FOR 200'
DRUMS @ 50'

5
0
0
'

TO BE COVERED
EX "STOP" SIGN

R1-2-48
"YIELD" SIGN

R10-6A-2430
"STOP HERE ON RED" SIGN

PLAQUE W16-6pL-2418
W20-4(0)-48 W/ LT ARROW
"ONE LANE ROAD AHEAD"

W3-3(0)-48
TRAFFIC SIGNALS AHEAD

5
0
0
'

D
R

U
M
S
 

@
 
5
0
' 

C
T

R
S
. 

F
O

R
 
2
0
0
'

O
F
 

D
E

T
E
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T

O
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L

O
O
P
S

S
E

E
 

D
E

T
A
I
L
 
F

O
R
 
P

L
A

C
E

M
E

N
T

10
'

10
0
0
'

OR W20-1(0)-48
RCA SIGNS W20-1103(0)-48

OR W20-1(0)-48
RCA SIGNS W20-1103(0)-48

FOR ADDITIONAL TC&P
ON SHEET 3 OF 3
SEE DETAIL "A"

FOR ADDITIONAL TC&P
ON SHEET 3 OF 3
SEE DETAIL "A"

W1-6(0)-4824 ATTACHED
1-LARGE ARROW SIGN
1-TY3 BARR. W/ 

W1-6(0)-4824 ATTACHED
1-LARGE ARROW SIGN
1-TY3 BARR. W/ 



 

 

 

 

 

  

 

 

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 6

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

GENERAL DETAILS

TRAFFIC CONTROL & PROTECTION STANDARD 701316 (SPECIAL)

SHEET 3 OF 3 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

DETAIL "A"
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SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 8

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

SN 075-0089

PATCHING PLAN

SHEET 2 OF 5 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

IN THE FIELD.

LOCATIONS SHALL BE  DETERMINED BY THE ENGINEER 

PLAN SHEETS ARE ESTIMATED. THE FINAL PATCH 

THE PATCH SIZES AND LOCATIONS SHOWN ON THE 1.

GENERAL NOTES:

PARTIAL DEPTH PATCHING AREAS

 

DECK SURFACE

PATCHING SURVEY: 01-2018

24 sf

16 sf

4 sf

median repair
30 sf

median repair
37.5 sf median repair

15 sf
median repair

9 sf median repair
15 sf4 sf

8 sf

8 sf

12 sf

12 sf

12 sf

24 sf

72 sf

8 sf

ITEM UNIT QUANTITY

BILL OF MATERIAL

 YD.SQ.

DECK SLAB REPAIR (PARTIAL)  YD.SQ. 9

15APPROACH SLAB REPAIR (PARTIAL DEPTH)

SQ. FT.STRUCTURAL REPAIR OF CONCRETE (DEPTH GREATER THAN 5") 107

STRUCTURAL REPAIR OF CONCRETE DEPTH GREATER THAN 5" AREAS



 

   

 

 

 

  

 

 

  

   

SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 9

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

SN 075-0089

NORTH ABUTMENT REPAIR DETAILS

SHEET 3 OF 5 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

(DEPTH EQUAL TO OR LESS THAN 5")
PROPOSED STRUCTURAL REPAIR OF CONCRETE

ELEVATION (LOOKING NORTH)

(LOOKING EAST)

WEST CURTAIN WALL ELEVATION

(LOOKING WEST)

EAST CURTAIN WALL ELEVATION

PLAN

90 sf

20 sf

16 sf

16 sf

48 sf

4 sf

8 sf
8 sf

IN THE FIELD.

LOCATIONS SHALL BE  DETERMINED BY THE ENGINEER 

PLAN SHEETS ARE ESTIMATED. THE FINAL PATCH 

THE PATCH SIZES AND LOCATIONS SHOWN ON THE 1.

GENERAL NOTES:



 

 

 

  

 

 

 

 
SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 10

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

SN 075-0089

SOUTH ABUTMENT REPAIR DETAILS

SHEET 4 OF 5 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

(DEPTH EQUAL TO OR LESS THAN 5")
PROPOSED STRUCTURAL REPAIR OF CONCRETE

ELEVATION (LOOKING SOUTH)

(LOOKING WEST)

EAST CURTAIN WALL ELEVATION

(LOOKING EAST)

WEST CURTAIN WALL ELEVATION

PLAN

15 sf 16 sf9 sf

IN THE FIELD.

LOCATIONS SHALL BE  DETERMINED BY THE ENGINEER 

PLAN SHEETS ARE ESTIMATED. THE FINAL PATCH 

THE PATCH SIZES AND LOCATIONS SHOWN ON THE 1.

GENERAL NOTES:



   

 

 

 

  

 

 

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 11

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

SN 075-0089

TYPICAL REPAIR CROSS SECTIONS

SHEET 5 OF 5 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

SILICONE JOINT SEALER END TREATMENT

TYPICAL PARAPET CROSS SECTION:

DAMAGED BY THE CONTRACTOR'S ACTIVITIES.

NO ADDITIONAL COMPENSATION WILL BE ALLOWED FOR REPAIRING ANCHORING STUDS

TO ARTICLE 1006.32, OR ALTERNATE ANCHORING DEVICE APPROVED BY THE ENGINEER.

ANY STUDS  THAT ARE DAMAGED SHALL BE REPLACED WITH NEW 8" STUDS CONFORMING

CARE NOT TO DAMAGE THE EXISTING STUDS ATTACHED TO THE STEEL PLATES.

IN APPLICATIONS WITH EXISTING STEEL NOSINGS, THE CONTRACTOR SHALL TAKE-

SHALL BE INCLUDED IN THE BID PRICE FOR SILICONE JOINT SEALER.

THE COST OF REMOVING AND DISPOSING OF EXISTING JOINT SEAL MATERIAL -

OPENING AT THE TIME OF INSTALLATION.

INSTALL BACKER ROD HAVING A DIAMETER 25% GREATER THAN THE JOINT

JOINT WIDTHS SPECIFIED IN PLANS ARE AT 50° F.  THE CONTRACTOR SHALL-

NOTES:

3" MIN.

6" MIN.

JOINT SEAL

PROPOSED SILICONE

DECK
BRIDGE

3/4" 1-3/8"

SEALER
SILICONE JOINT

BACKER ROD

(TO REMAIN)

NOSING PLATES

EXISTING STEEL

SPAN
APPROACH

6"

1'-0"

EX. CONCRETE MEDIAN

BARS
REINFORCEMENT

EX. STEEL

EX. STRUCTURE DECK

DEPTH GREATER THAN 5"
STRUCTURAL REPAIR OF CONCRETE

CROSS SECTION

TYPICAL MEDIAN REPAIR

SILICONE JOINT SEALER

TYPICAL JOINT CROSS SECTION:
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SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 13

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

SN 075-0103

PATCHING PLAN

SHEET 2 OF 5 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

ITEM UNIT QUANTITY

BILL OF MATERIAL

PARTIAL DEPTH PATCHING AREAS

 YD.SQ.

DECK SLAB REPAIR (PARTIAL)  YD.SQ. 15

57APPROACH SLAB REPAIR (PARTIAL DEPTH)

IN THE FIELD.

LOCATIONS SHALL BE  DETERMINED BY THE ENGINEER 

PLAN SHEETS ARE ESTIMATED. THE FINAL PATCH 

THE PATCH SIZES AND LOCATIONS SHOWN ON THE 1.

GENERAL NOTES:

PATCHING SURVEY: 01-2018

DECK SURFACE

~ CH 4

24 sf

10 sf9 sf

9 sf

20 sf

36 sf

10 sf

40 sf40 sf

32 sf

16 sf

12 sf

36 sf

18 sf

57 sf

12 sf

18 sf

24 sf

24 sf

9 sf

30 sf

24 sf

30 sf

50 sf

12 sf

12 sf
12 sf

18 sf



 

 

 

  

 

 

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 14

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

SN 075-0103

NORTH ABUTMENT REPAIR DETAILS

SHEET 3 OF 5 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

(DEPTH EQUAL TO OR LESS THAN 5")
PROPOSED STRUCTURAL REPAIR OF CONCRETE(LOOKING EAST)

WEST CURTAIN WALL ELEVATION

(LOOKING WEST)

EAST CURTAIN WALL ELEVATION

ELEVATION (LOOKING NORTH)

PLAN

15 sf

36 sf

16 sf
9 sf

4 sf

4 sf

4 sf

4 sf

IN THE FIELD.

LOCATIONS SHALL BE  DETERMINED BY THE ENGINEER 

PLAN SHEETS ARE ESTIMATED. THE FINAL PATCH 

THE PATCH SIZES AND LOCATIONS SHOWN ON THE 1.

GENERAL NOTES:



 

 

 

  

 

 

 

 
SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 15

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

SN 075-0103

SOUTH ABUTMENT REPAIR DETAILS

SHEET 4 OF 5 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

(DEPTH EQUAL TO OR LESS THAN 5")
PROPOSED STRUCTURAL REPAIR OF CONCRETE(LOOKING WEST)

EAST CURTAIN WALL ELEVATION

(LOOKING EAST)

WEST CURTAIN WALL ELEVATION

ELEVATION (LOOKING SOUTH)

PLAN

9 sf
8 sf

6 sf

48 sf
80 sf 24 sf 32 sf

IN THE FIELD.

LOCATIONS SHALL BE  DETERMINED BY THE ENGINEER 

PLAN SHEETS ARE ESTIMATED. THE FINAL PATCH 

THE PATCH SIZES AND LOCATIONS SHOWN ON THE 1.

GENERAL NOTES:



   

 

 

 

  

 

 

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 16

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.I.

SN 075-0103

TYPICAL REPAIR CROSS SECTIONS

SHEET 5 OF 5 SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-Default

          

          

          

          

          

          

          

          

SILICONE JOINT SEALER END TREATMENT

TYPICAL PARAPET CROSS SECTION:

DAMAGED BY THE CONTRACTOR'S ACTIVITIES.

NO ADDITIONAL COMPENSATION WILL BE ALLOWED FOR REPAIRING ANCHORING STUDS

TO ARTICLE 1006.32, OR ALTERNATE ANCHORING DEVICE APPROVED BY THE ENGINEER.

ANY STUDS  THAT ARE DAMAGED SHALL BE REPLACED WITH NEW 8" STUDS CONFORMING

CARE NOT TO DAMAGE THE EXISTING STUDS ATTACHED TO THE STEEL PLATES.

IN APPLICATIONS WITH EXISTING STEEL NOSINGS, THE CONTRACTOR SHALL TAKE-

SHALL BE INCLUDED IN THE BID PRICE FOR SILICONE JOINT SEALER.

THE COST OF REMOVING AND DISPOSING OF EXISTING JOINT SEAL MATERIAL -

OPENING AT THE TIME OF INSTALLATION.

INSTALL BACKER ROD HAVING A DIAMETER 25% GREATER THAN THE JOINT

JOINT WIDTHS SPECIFIED IN PLANS ARE AT 50° F.  THE CONTRACTOR SHALL-

NOTES:

3" MIN.

6" MIN.

JOINT SEAL

PROPOSED SILICONE

SILICONE JOINT SEALER (2 3/4")

TYPICAL JOINT CROSS SECTION:

DECK
BRIDGE

3/4" 1-3/8"

SEALER
SILICONE JOINT

BACKER ROD

(TO REMAIN)

NOSING PLATES

EXISTING STEEL

SPAN
APPROACH
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SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 18

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

\\Central\d6\OPERATIONS\Bridges\Bridgeplans_CAD\72K54 - I72 overhead repairs Pike Co\Pike Patching Plans.dgn

dudleybmUSER NAME =

PLOT SCALE = 40.0000 ' / in.

PLOT DATE = 3/20/2018

=

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED
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PARTIAL DEPTH PATCHING AREAS

IN THE FIELD.

LOCATIONS SHALL BE  DETERMINED BY THE ENGINEER 

PLAN SHEETS ARE ESTIMATED. THE FINAL PATCH 

THE PATCH SIZES AND LOCATIONS SHOWN ON THE 1.

GENERAL NOTES:

PATCHING SURVEY: 01-2018
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ITEM UNIT QUANTITY

BILL OF MATERIAL

 YD.SQ.

DECK SLAB REPAIR (PARTIAL)  YD.SQ. 22

79APPROACH SLAB REPAIR (PARTIAL DEPTH)

SQ. FT. 47STRUCTURAL REPAIR OF CONCRETE (DEPTH GREATER THAN 5")

STRUCTURAL REPAIR OF CONCRETE DEPTH GREATER THAN 5" AREAS



   

 

 

 

  

 

 

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

72 PIKE 19 19

TOTAL

SHEETS

SHEET

NO.RTE.

(75-1,75-4,75-5)BR,BDR,BJR

CONTRACT NO. 72K54
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TYPICAL REPAIR CROSS SECTIONS
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SILICONE JOINT SEALER END TREATMENT

TYPICAL PARAPET CROSS SECTION:

DAMAGED BY THE CONTRACTOR'S ACTIVITIES.

NO ADDITIONAL COMPENSATION WILL BE ALLOWED FOR REPAIRING ANCHORING STUDS

TO ARTICLE 1006.32, OR ALTERNATE ANCHORING DEVICE APPROVED BY THE ENGINEER.

ANY STUDS  THAT ARE DAMAGED SHALL BE REPLACED WITH NEW 8" STUDS CONFORMING

CARE NOT TO DAMAGE THE EXISTING STUDS ATTACHED TO THE STEEL PLATES.

IN APPLICATIONS WITH EXISTING STEEL NOSINGS, THE CONTRACTOR SHALL TAKE-

SHALL BE INCLUDED IN THE BID PRICE FOR SILICONE JOINT SEALER.

THE COST OF REMOVING AND DISPOSING OF EXISTING JOINT SEAL MATERIAL -

OPENING AT THE TIME OF INSTALLATION.

INSTALL BACKER ROD HAVING A DIAMETER 25% GREATER THAN THE JOINT

JOINT WIDTHS SPECIFIED IN PLANS ARE AT 50° F.  THE CONTRACTOR SHALL-

NOTES:

3" MIN.

6" MIN.

JOINT SEAL

PROPOSED SILICONE

SILICONE JOINT SEALER (2 3/4")

TYPICAL JOINT CROSS SECTION:

DECK
BRIDGE

3/4" 1-3/8"

SEALER
SILICONE JOINT

BACKER ROD

(TO REMAIN)

NOSING PLATES

EXISTING STEEL

SPAN
APPROACH

6"

1'-0"

EX. CONCRETE MEDIAN

BARS
REINFORCEMENT

EX. STEEL

EX. STRUCTURE DECK

DEPTH GREATER THAN 5"
STRUCTURAL REPAIR OF CONCRETE

CROSS SECTION

TYPICAL MEDIAN REPAIR
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