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BEFORE ORDERING THE IMPACT ATTENUATORS, THE CONTRACTOR MUST CONTACT THE OPERATIONS FIELD ENGINEER AT (618) 346-3279 OR (618) 346-3233 TO RECEIVE APPROVAL 

OF THE PROPOSED INSTALLATION.

ALL WORK IS TO BE REPLACED IN KIND OR AS INDICATED ON THE CONTRACT PLANS AND PROVISIONS.

NO MATERIAL SHALL BE LEFT ON OR NEAR THE ROADWAY DURING NON-WORKING HOURS.

ANY NECESSARY TRAFFIC CONTROL WILL BE PROVIDED BY THE CONTRACTOR; APPROPRIATE STANDARDS ARE LISTED IN THE PLANS AND CONTRACT DOCUMENTS.

ALL REFLECTORS SHALL BE PLACED AT THE DISCRETION OF THE ENGINEER.  COST OF REFLECTORS TO BE INCLUDED IN THE GUARDRAIL PAY ITEMS.

ILLINOIS STATE LAW REQUIRES A 48-HOUR NOTICE TO BE GIVEN TO UTILITIES BEFORE DIGGING.  FIELD MARKING OF FACILITIES MAY BE OBTAINED BY CONTACTING J.U.L.I.E. 

(PHONE 800-892-0123) OR FOR NON-MEMBERS, THE UTILITY COMPANY DIRECTLY.

WHEN NO WORK IS BEING PERFORMED, THE FLAGGERS WILL NOT BE REQUIRED.  IF THE FLAGGERS ARE NOT PRESENT, THE FLAGGER SIGNS SHALL BE REMOVED OR COVERED.

PRIOR TO ORDERING ANY MATERIALS, THE CONTRACTOR SHALL CONFIRM THE TYPES AND SPECIFIC MANUFACTURER FOR THE GUARDRAIL AND CABLE REPAIRS REQUIRED.

45 AND 55 MPH SIGNS ARE INCLUDED IN ALL INTERSTATE LANE CLOSURES.  IF THE LANE CLOSURE DURATION IS LESS THAN 4 HOURS, THE 45 AND 55 MPH SIGNS ARE NOT REQUIRED.

NO OVERNIGHT LANE CLOSURES WILL BE ALLOWED.

ARTICLE 701.20 OF THE STANDARD SPECIFICATIONS DISCUSSES AN ADJUSTED UNIT PRICE.  NO ADJUSTMENTS SHALL BE MADE TO THE TRAFFIC CONTROL PAY ITEMS FOR THIS CONTRACT.

THE CONTRACTOR SHALL BE ADVISED THAT THE GUARDRAIL PAY ITEMS INCLUDED IN THE PLANS MAY BE USED TO REPLACE/REPAIR SPBGR AND TRAFFIC BARRIER TERMINALS FOR 

EITHER THE CURRENT MIDWEST STYLES AS SHOWN IN THE HIGHWAY STANDARDS OR SPBGR AND TRAFFIC BARRIER TERMINALS INSTALLED PRIOR TO JANUARY 1, 2007 AS SHOWN IN

THE PLAN DETAILS.  NO ADDITIONAL COMPENSATION WILL BE ALLOWED FOR UTILIZING THE CURRENT MIDWEST STANDARDS.

THE DEPARTMENT STRONGLY ENCOURAGES THE PRIME CONTRACTOR AND THEIR SUB-CONTRACTORS TO HIRE MINORITY, WOMEN AND DISADVANTAGED INDIVIDUALS FROM ITS 

FEDERALLY FUNDED HIGHWAY CONSTRUCTION CAREERS TRAINING PROGRAM (HCCTP) TO HELP MEET WORKFORCE AND TRAINEE GOALS.  THIS PROGRAM IS TRAINING MINORITIES, 

WOMEN AND DISADVANTAGED INDIVIDUALS IN HIGHWAY CONSTRUCTION-RELATED SKILLS, E.G., MATH FOR THE TRADES, JOB READINESS, TECHNICAL SKILLS COURSEWORK 

(CARPENTRY, CONCRETE FLATWORK, BLUEPRINT READING, SITE PLANS, SITE WORK, TOOLS USE, ETC.) AND OSHA 10 HOUR CERTIFICATION, TO PREPARE THEM FOR A CAREER IN 

THE HIGHWAY CONSTRUCTION TRADES.  GRADUATES ARE WELL-TRAINED AND READY TO BECOME PRODUCTIVE ENTRY-LEVEL CONSTRUCTION WORKERS.  CONTACT THE DISTRICT 

EEO OFFICE AT 618-346-3360 AND OR THE HCCTP COORDINATOR AT  618-874-6528 TO LEARN MORE ABOUT THE PROGRAM AND FOR ASSISTANCE IN MEETING WORKFORCE AND TRAINEE GOALS.
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LONG WOOD OR STEEL POST

LONG WOOD OR STEEL POST2.06 m
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ON PLATE G AFTER THE M24 (1") DIA. BOLTS

SLOTTED HOLES IN THE 25 mm (1") END PLATE

(1") PROJECTION FILLS THE REMAINDER OF THE

INSTALL PLATE WASHER D SO THAT THE 25 mm

GENERAL NOTES
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SYSTEM, SEE STANDARD 630001.

FOR DETAILS ON THE MIDWEST GUARDRAIL

SYSTEM USED PRIOR TO JANUARY 1, 2007.

THIS DETAIL IS APPLICABLE TO THE GUARDRAIL
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SYSTEM, SEE STANDARD 630001.

FOR DETAILS ON THE MIDWEST GUARDRAIL

SYSTEM USED PRIOR TO JANUARY 1, 2007.

THIS DETAIL IS APPLICABLE TO THE GUARDRAIL
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THRIE BEAM END SHOE DETAIL POSTS 1-11 WOOD BLOCKOUT DETAIL POST 12 WOOD BLOCKOUT DETAIL

PARAPET STEEL BEARING PLATE DETAILPARAPET WOOD BLOCK-OUT DETAIL

SYSTEM, SEE STANDARD 630001.

FOR DETAILS ON THE MIDWEST GUARDRAIL

SYSTEM USED PRIOR TO JANUARY 1, 2007.

THIS DETAIL IS APPLICABLE TO THE GUARDRAIL
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7
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2
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(SEE DETAIL)

RAIL ELEMENT SPLICE

BEAM GUARDRAIL

STEEL PLATE

(SEE DETAIL)

RAIL ELEMENT SPLICE

SHOULDER

EDGE OF

S
T

E
E

L
 

O
R
 

W
O

O
D
 

P
O

S
T

S

OR FLATTER

SLOPE 1:10

BEAM GUARDRAIL

STEEL PLATE

(SEE DETAIL)

RAIL ELEMENT SPLICE

PLAN

C

C

OR FLATTER

SLOPE 1:10

GROUND LINE

FINISHED

S
T

E
E

L
 

O
R
 

W
O

O
D
 

P
O

S
T

S

1
.8

3
 

m

ATTACHMENTS.

CONCRETE FOR BLOCK-OUT

LOCATED, DRILL HOLES IN

AFTER THIS POST HAS BEEN

STANDARD WASHERS. (STAGGERED)

FOR         BOLTS WITH

2 - 2 UNIT EXPANSION ANCHORS

Plate A

OR FLATTER

SLOPE 1:10

GROUND LINE

FINISHED

OR USE END SECTION

FOR OTHER TYPES

BEGIN PAY LIMITS

FOR OTHER TYPES

BEGIN PAY LIMITS

STRUCTURE

CONCRETE

STRUCTURE

END OF

STRUCTURE

END OF

TYPE C

STEEL PLATE BEAM GUARDRAIL

STEEL BLOCK-OUTS ONLY

B

B

610 MIN.

HINGE POINT

              TYPICAL POST SPACING

DOUBLE STEEL PLATE BEAM GUARDRAIL

TYPICAL POST SPACING

SYSTEM, SEE STANDARD 630001.

FOR DETAILS ON THE MIDWEST GUARDRAIL

SYSTEM USED PRIOR TO JANUARY 1, 2007.

THIS DETAIL IS APPLICABLE TO THE GUARDRAIL
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10 10

(39)

M24x178

(1x7)
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300

300

TIGHTEN TO TAUT TENSION.

18,100 kg

3.0 m M-5

AND WASHER

NUTS OR LOCKNUTS

      DOUBLE
GALVANIZED CABLE

      DIA. (6X19)

CONNECTED

SWAGE

29

1
4
0108

22
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3
5
6

1
7
8

48
152

16
2
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V

GROUND LINE
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W

1
.1

3
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-
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m
LEDGE OR HARD SLAG FILL.

LEDGE LINE IS TOP OF ROCK

NOTE:

Note:

OF THE GUARDRAIL.

(STD. 606001) SHALL  BE USED IN FRONT OF AND IN ADVANCE

LESS THAN               TYPE          CURB AND GUTTER

IF IT IS NECESSARY FOR D TO BE MORE THAN         AND

L

HOLE

ROUND

OPTIONAL

DRILLED HOLE

L

BACKFILL (CA 11)

AGGREGATE 

OR A NEW STEEL POST SHALL BE PROVIDED.

SHOWN HEREIN FOR THE WOOD BLOCK-OUT,

DRILLED TO MATCH THE BOLT PATTERN

THE EXISTING STEEL POSTS MAY BE

UNLESS OTHERWISE SHOWN.

ALL DIMENSIONS ARE IN MILLIMETERS (INCHES)

HORIZONTAL DISPLACEMENT (V:H).

OF VERTICAL DISPLACEMENT TO UNITS OF

ALL SLOPE RATIOS ARE EXPRESSED AS UNITS

GENERAL NOTES

TYPE C

SECTION B-B

SECTION C-CTYPE D

TYPE B

SECTION A-A

TYPE A

ELEVATION

ELEVATION

MATERIAL IS ENCOUNTERED

FOOTING FOR POST WHEN IMPERVIOUS

ELEVATION

PLAN 

GUARDRAIL PLACED BEHIND CURB

STEEL POST DETAILS

WOOD BLOCK-OUT AND

CABLE ASSEMBLY250

 

250

 

580

203

 

203

 

530

305 - 0

 

305

 

610

>825 - 1.13 m

 

>460 - 825

 

0 - 460

(>41.5 - 53.5)

 

(>18 - 41.5)

 

(0 - 18)

(12 - 0)

 

(12)

 

(24)

(8)

 

(8)

 

(21)

(10)

 

(10)

 

(23)

Steel Post Wood Post

V W

L
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DIA. AND DEPTH
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SAWN TIMBER TOE-
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SAWN TIMBER POST
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NOTE

29
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STEEL BLOCK-OUTS ARE USED.

SPLICE MOUNTING POINTS ONLY WHEN
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RAIL ELEMENT

BETWEEN SPLICE PLATE AND

PLACE STANDARD END SHOE

1

RAIL ELEMENT

CLASS A

NOTE

ELEMENT

CLASS A RAIL

HOLES FOR        SPLICE BOLTS

               SLOTTED

NOTE

STEEL PLATE STEEL PLATE

WASHER PLACED UNDER LOCKNUT

SPLICE BOLTS WITH STD. GALV.

              SLOTS FOR

FACE. (8 REQUIRED)

WASHER ON FRONT

POST BOLT WITH

ON TRAFFIC BARRIER TERMINALS.

CABLE ASSEMBLY TO GUARDRAIL WHEN REQUIRED

ANCHOR PLATE T SHALL BE USED TO ATTACH

1 =       SLOTTED HOLE (OPTIONAL)

BE TIGHTENED ONLY TO A POINT THAT WILL ALLOW GUARDRAIL MOVEMENT.

JOINT, THE BOLTS SHALL BE PROVIDED WITH A LOCKNUT OR DOUBLE NUT AND SHALL

WHEN END SHOE IS ATTACHED TO A BRIDGE PARAPET WHICH HAS AN EXPANSION

THE SURFACE OF THE CONCRETE.

OR SELF-DRILLING ANCHOR BOLTS. THE ANCHOR CONE SHALL BE SET FLUSH WITH

THE STANDARD END SHOE SHALL BE ATTACHED TO THE CONCRETE WITH PRE-DRILLED

WILL NOT BE PERMITTED.

EXTERNALLY THREADED STUDS PROTRUDING FROM THE SURFACE OF THE CONCRETE

STEEL POST CONSTRUCTION

PLATE A

STEEL BLOCK-OUT DETAIL

WOOD POST CONSTRUCTION

POST OR SPLICE BOLT & NUT

SYSTEM, SEE STANDARD 630001.

FOR DETAILS ON THE MIDWEST GUARDRAIL

SYSTEM USED PRIOR TO JANUARY 1, 2007.

THIS DETAIL IS APPLICABLE TO THE GUARDRAIL

SPLICE PLATE

RAIL ELEMENT SPLICE

ANCHOR PLATE T DETAILS

ALTERNATE END SHOE

END SHOE

END SECTION
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PAY LIMITS OF STEEL PLATE BEAM

TRAFFIC FLOW

1.905 m 1.905 m 1.905 m

USE PLATE WASHER F

DIA. STD. PIPE

95

in 

25 DIA. HOLE

TS 203x152x5

16
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203x152x5

THE DIRECTION OF TRAFFIC.

LAP THE RAIL ELEMENT IN

END SECTION

LAP RAIL OVER

ASSEMBLY

CABLE

PLATE K

BEARING

GROUND LINE

FINISHED

PLATE H

SOIL

DIA. HOLE

19 DIA. HOLE

GUARDRAIL TYPE A OR TYPE B

SHOULDER

EDGE OF

IN STEEL TUBE.

WOOD POST INSERTED

SECTION

END

PLATE T

ANCHOR

PLATE H

SOIL

BLOCK-OUTS

POSTS AND

TRAFFIC BARRIER TERMINAL TYPE 2 (1 EACH)

GUARDRAIL

FACE OF

or

STEEL POSTS SHOWN, WOOD POSTS PERMITTED

 

TYPICAL POST SPACING OR CLOSED POST SPACING.

UNLESS OTHERWISE SHOWN.

ALL DIMENSIONS ARE IN MILLIMETERS (INCHES)

THE TOP OF THE PLATE.

DRIVEN INTO THE POST AND BENT OVER

POSITION BY (2) TWO EIGHT PENNY NAILS

THE BEARING PLATE K SHALL BE HELD IN

USE PLATE WASHER F AT ALL POSTS.

GENERAL NOTES

ALTERNATE SOIL

PLATE CONNECTION

STEEL TUBE

SYSTEM, SEE STANDARD 630001.

FOR DETAILS ON THE MIDWEST GUARDRAIL

SYSTEM USED PRIOR TO JANUARY 1, 2007.

THIS DETAIL IS APPLICABLE TO THE GUARDRAIL

SOIL PLATE H

ELEVATION

PLAN

BEARING PLATE K

WOOD POST
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