
 

 

 

  

 

 

   

 

   

 

 

 

   

 

 

  

EXISTING TYPICAL SECTION

1536+89.00           1809+99.22

STATION      TO      STATION

(EB & WB) (BK)

(AH) 189+01.45            253+72.00

PROPOSED TYPICAL SECTION

1536+89.00           1809+99.22

STATION      TO      STATION

(EB & WB) (BK)

(AH) 189+01.45            253+72.00
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ILLINOIS FED. AID PROJECT

 74    MCLEAN   101   4 
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F.A.I.

EXISTING AND PROPOSED TYPICAL SECTIONS

                              

              

              

              

              

4’-0"

F.A.I.74

~

1:6 & VAR. 1:6 &
 V

AR.

NOT TO SCALE

NOT TO SCALE

4’-0" 24’-0" & VAR. 24’-0" & VAR.

2’-0"

& VAR.

4’-0"

F.A.I.74

~

4’-0" 20’-0" & VAR. 24’-0" & VAR.

6% 6%

6% 6%

AGG. SHOULDERS, TYP.

HMA SHOULDERS, TYP.

4" PIPE UNDERDRAIN

WITH CONCRETE HEADWALL, TYP.

1:6
 &

 V
AR.

1:6

4’-0"

2’-0"

MIN.

WEED CONTROL MOWING STRIP (4")

2’ 2’

FURNISHED EXCAVATION, TYP.

6"

42"
MIN.

AGGREGATE SHOULDERS,

TYPE B, TYP.

HIGH TENSION CABLE

(SEE DETAIL A)

DETAIL A

4’-0"

& VAR.

4’-0"

& VAR.

64’-0"

CONCRETE SOCKET FOUNDATION

WHEN THE HTC IS TO BE PLACED 

ON THE RIGHT AS SHOWN IN THESE PLANS,

THIS TYPICAL SECTION SHALL BE MIRRORED.

POST AND ANCHORAGE FOR THE HIGH TENSION

CABLE MEDIAN BARRIER SHALL BE PER MANUFACTURER’S

SPECIFICATIONS.

NOTE:

EXTEND OR CONNECT PIPE

UNDERDRAINS AS REQUIRED, TYP.

EARTH EXCAVATION, TYP.


