
EX. SUB-BASE, (VAR. 5"-9")

EX. 4" STABILIZED SUB-BASE (B.A.M.)

EX. 7" C.R.P.C.C. PAVEMENT

EX. 1 3/4 " BIT. CONC. BINDER COURSE

EX. 1 1/2 " BIT. CONC. SURF. CSE., MIX "D", CL I

PIPE UNDERDRAINS, 4"

EX. BIT. SHOULDER

EX. BIT. SHOULDER, 3 1/4 "

AGGREGATE SHOULDER, TY. B

\
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HMA SURFACE REMOVAL, 2"
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6" PREFORMED PLASTIC

PAVEMENT MARKING

(SKIP-DASH)
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   MCLEAN  

STA. 603+50 - 737+00 (EB)

STA. 607+00 - 737+00 (WB)

STA. 603+50 - 737+00 (EB)

STA. 607+00 - 737+00 (WB)

HMA SURFACE COURSE, MIX D, N 90

(224 lbs/ sq yd)

BRIDGE OMISSIONS:

STA. 718+67.07 - 720+48.07

STA. 779+64.14 - 781+27.72

STA. 1038+05.75 - 1039+97.75

~ F.A.I. 74

* CM PATCHING 2008-1

NOTE:  THE MILLING, PLACEMENT OF ASPHALT, AND PAVEMENT

MARKING MUST BE COMPLETED IN THE SAME DAY.


