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ILLINOIS FED. AID PROJECT

I-72 SANGAMON
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(84-10-1)I-7  41

slope

Embankment

1:2

(10’ x 2)

Parapet Wall

Concrete

on approach pavement

Continuation of parapet

Groundline

Bridge

CONDUIT DETAIL
(Integral Abutment)

Integral abutment

Wing wall

(12" minimum length)

non-metallic conduit

2" Weatherproof flexible

Parapet Wall

Concrete

3 ft

on approach pavement

Continuation of parapet

6 ft max.

3 ft min.

Conduit clamp

6 ft max.
Conduit clamp

(2)51

box - 12" x 12" x 6"

Junction

3 m x 51

attached to structure

Rigid galvanized steel conduit

Rigid galvanized steel conduit

Bridge

Expansion joint

Abutment/wing wall

(2)51

attached to structure

Rigid galvanized steel conduit 
slope

Embankment

1:2

Groundline

CONDUIT DETAIL
(Open Abutment)

conduit

flexible nonmetallic

or liquidtight

fitting

expansion/deflection

Conduit

(10’ x 2)3 m x 51

 - 12" x 12" x 6"

Junction box

conduit sleeve 

through rigid

to junction box 

Install cable up 

conduit

Rigid galvanized steel

unless otherwise shown.

All dimensions are in millimeters (inches)

CROSSING DETAILS

TEMPORARY BRIDGE


