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TEMPORARY CONCRETE BARRIER

TRAFFIC FLOW ARROW

TYPE III BARRICADE

IMPACT ATTENUATOR

BARREL W/STEADY BURNING LIGHT

POST MOUNTED SIGN

BARRIER WALL MARKER

VERTICAL SIGN PANEL

CROSSOVER CLOSURE DETAIL

MAINTENANCE OF TRAFFIC PLAN
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VERTICAL PANELS @ 25’ VERTICAL PANELS @ 100’100’

ROAD

CLOSED

R11-2 PR SIGN PANEL-TYPE 2 

PR TYPE III BARRICADES

PR TELESCOPING STEEL POST

STEEL SLEEVE

BOTTOM PORTION OF TELESCOPING

CROSSOVER CLOSURE-TYPICAL
4 LOCATIONS

1
0
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T
Y

P
.

PROTECTION (SPECIAL).

AND CORING SHALL BE INCLUDED IN TRAFFIC CONTROL AND

COST OF PANELS, POSTS, SLEEVES, TYPE III BARRICADES, SIGNS,

PANELS WILL BE REMOVED AND HOLES WILL BE LEFT IN PLACE.

TO THE SATISFACTION OF THE ENGINEER. WHEN OPENING CROSSOVER,

PLACED 1" BELOW SURFACE AS SHOWN, AND WORK SHALL BE DONE

PAVEMENT FOR PLACEMENT.  TELESCOPING STEEL POLES WILL BE

CROSSOVER PAVEMENT, 3" } HOLES WILL BE CORED THROUGH

NOTE: FOR INSTALLATION OF VERTICAL PANELS IN AREAS OF

PR VERTICAL PANELS


