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LANDSCAPE PLAN - DETAILS AND NOTES
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PERENNIAL PLANTING1 SCALE: 1/2" = 1'-0" D-PLANT-ANN-PERENN

UNDISTURBED SUBGRADE

SET PLANTS AT SAME LEVEL AS
GROWN IN CONTAINER

PREPARE ENTIRE PLANTING
BED TO A 6" DEPTH WITH SOIL
CONDITIONER

3" DEEP SHREDDED BARK
MULCH.  WORK MULCH UNDER
BRANCHES.

Varies 6" min.
NOTE: ROOT MASS OF POT
BOUND PLANTS SHOULD BE
LOOSENED BEFORE PLANTING

LIMIT PRUNING TO DEAD AND
BROKEN BRANCHES.

MULCH, 3" DEEP, TYP. TAPER
MULCH TO 1" DEPTH AT TRUNK.

SET ROOTBALL AT SAME LEVEL
AS FINISHED GRADE.

FINISH GRADE

SHRUB PLANTING2 SCALE: 1/2" = 1'-0" D-PLANT-SHRUB

PREPARE A 3" MIN. SAUCER AROUND PIT
IF SHRUB IS A SOLITARY PLANTING. FOR
MULTIPLE PLANTINGS IN THE SAME BED,
PREPARE SHRUB BED SO THAT FINISH
GRADE BETWEEN SHRUBS PROVIDES
POSITIVE DRAINAGE. DISCARD EXCESS
EXCAVATED MATERIAL.

CUT ALL CORDS AROUND
ROOTBALL AND TRUNK.

SET ROOTBALL ON
UNDISTURBED SUBGRADE.

BACKFILL PIT WITH 1/3 TOPSOIL

2'-0"

DECIDUOUS TREE PLANTING3 SCALE: 1/2" = 1'-0" D-PLANT-TREE-DEC

PRUNE ONLY TO ENCOURAGE CENTRAL
LEADER

REMOVE ANY BROKEN BRANCHES, TREE TAGS,
AND RIBBONS (UPON APPROVAL OF PLANT).

AVOID PLACING SOIL ON TOP OF THE ROOT BALL,
MAINTAIN EXPOSURE OF ROOT FLARE. IF ROOT
FLARE IS NOT EXPOSED, CAREFULLY REMOVE
EXCESS SOIL. SET ROOT BALL SO THAT BASE OF
ROOT FLARE IS 3"-6" HIGHER THAN ADJACENT
FINISH GRADE (ROOT FLARE IS TYPICALLY 6" BELOW
BUD GRAFT UNION ON GRAFTED TREES).
MULCH, 3" DEEP, TYP. TAPER MULCH TO 1"
DEPTH AT TRUNK.

PREPARE A 3" MINIMUM HT. SAUCER
AROUND PIT FOR WATERING.

FLARE PLANTING HOLE EDGE. HOLE SIZE TO BE
TWICE AS WIDE AS ROOT BALL. BACKFILL PIT WITH
TOPSOIL. REMOVE EXCESS EXCAVATED MATERIAL
FROM SITE AND DISPOSE OF LEGALLY.

CUT AND REMOVE ALL CORDS AROUND ROOT
BALL AND TRUNK. REMOVE TOP HALF OF WIRE
BASKET, AND FOLD REMAINING POINTS DOWN.
REMOVE TOP HALF OF BURLAP.

FINISH GRADE

SET ROOT BALL ON UNDISTURBED OR
COMPACTED SUBGRADE. IF HOLE IS TOO
DEEP, ADD AND COMPACT ADDITIONAL
FILL BEFORE SETTING TREE.

WRAP TRUNK WITH APPROVED TREE
WRAP TO FIRST BRANCH.

AVOID PLACING SOIL ON TOP OF THE ROOT
BALL, MAINTAIN EXPOSURE OF ROOT FLARE.
IF ROOT FLARE IS NOT EXPOSED, CAREFULLY
REMOVE EXCESS SOIL. SET ROOT BALL SO
THAT BASE OF ROOT FLARE IS 3"-6" HIGHER
THAN ADJACENT FINISH GRADE.

PREPARE A 3" MINIMUM SAUCER AROUND PIT,
DISCARD EXCESS EXCAVATED MATERIAL.

MULCH 3" DEEP, TAPERING TO 1" AT TRUNK.

CUT AND REMOVE ALL CORDS AROUND
ROOTBALL AND TRUNK WITHOUT CAUSING
DAMAGE TO ROOTBALL OR TRUNK.  REMOVE
TOIP HALF OF WIRE BASKET, AND FOLD
REMAINING POINTS DOWN.  REMOVE TOP HALF
OF BURLAP.

ORNAMENTAL TREE PLANTING4 SCALE: 1/2" = 1'-0" D-PLANT-TREE-ORN

SET ROOT BALL ON UNDISTURBED OR
COMPACTED SUBGRADE. IF HOLE IS TOO
DEEP, ADD AND COMPACT ADDITIONAL
FILL BEFORE SETTING TREE.

FINISH GRADE

FLARE PLANTING HOLE EDGE. HOLE SIZE TO
BE TWICE AS WIDE AS ROOT BALL. BACKFILL
PIT WITH 1/3 AMENDED TOPSOIL AND 2/3
EXCAVATED MATERIAL. REMOVE EXCESS
EXCAVATED MATERIAL FROM SITE AND
DISPOSE OF LEGALLY.

REMOVE ANY BROKEN BRANCHES, TREE TAGS
AND RIBBONS (UPON APPROVAL).

1. PRIOR TO SEEING OPERATIONS, MOW AND APPLY WEED CONTROL TO ALL EXISTING AREAS TO BE SEEDED
NOT ALREADY DISTURBED BY CONSTRUCTION OPERATIONS. CONFIRM MOWING, WEED CONTROL AND
SEED LIMIT LINES WITH THE ENGINEER PRIOR TO BEGINNING OPERATIONS.

2. SEED LIMIT LINE IS APPROXIMATE. CONTRACTOR TO LAYOUT.SEE LIMIT LINES IN FIELD WITH ENGINEER.
SEED TO LIMITS OF GRADING AND DISTURBANCE.  CONTRACTOR RESPONSIBLE FOR RESTORATION OF ANY
UNAUTHORIZED DISRUPTION OUTSIDE OF DESIGNATED CONSTRUCTION AREA.

3. CONTRACTOR TO PROVIDE MULCH METHOD 2 IN ALL SEEDED AREAS, EROSION CONTROL BLANKET ON ALL
SLOPED AREAS OR AS DIRECTED IN FIELD WITH ENGINEER.

4. TREE MULCH RINGS IN TURF AREAS ARE 5 FOOT DIAMETER, TYPICAL. CONTRACTOR SHALL PROVIDE A
MULCH RING AROUND ALL EXISTING TREES WITHIN THE LIMIT OF WORK.  REMOVE ALL EXISTING GRASS
FROM AREA TO BE MULCHED AND PROVIDE A TYPICAL V-TRENCH EDGE.

5. BEDLINES ARE TO BE SPADE CUT TO A MINIMUM DEPTH OF 3 INCHES UNLESS OTHERWISE SHOWN ON THE
PLANS.  CURVED BEDLINES ARE TO BE SMOOTH AND NOT SEGMENTED.

6. PAYMENTS WILL BE MADE BASED ON ACTUAL QUANTITIES INSTALLED AS MEASURED IN PLACE BY THE
ENGINEER.

7. REFER TO SPECIAL PROVISIONS FOR ADDITIONAL CONDITIONS, STANDARDS AND NOTES.

8.  PERENNIALS PAID FOR AS PERENNIAL PLANTS, ORNAMENTAL TYPE, GALLON POT, 100 PLANTS PER
     UNIT: 10.24 UNITS.


