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73ENHANCEMENT DETAILS

12'-0" 12'-0"

DRY LAID LIMESTONE,
12" - 18" THICKNESS X
2' - 3' WIDTH X 3' - 5' LENGTH ,
ALLOWABLE TOLERANCE OF 3"

EXISTING SUBGRADE

PROPOSED GRADE

EXISTING GRADE

BACKFILL STONE RETAINING WALL WITH 18" OF TOPSOIL,
PAID FOR AS TOPSOIL FURNISH AND PLACE, SPECIAL

STONE RETAINING WALL - SECTION1 SCALE: 1/4" = 1'-0" D-WALL-SEC
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PIPE UNDERDRAIN, FABRIC LINED 4"
LAY LARGEST STONES
AS FOUNDATION, BATTER
FACE OF WALL 1:12

POROUS GRANULAR BACKFILL

GEOTEXTILE FABRIC (INCLUDED IN COST
OF POROUS GRANULAR BACKFILL)

SUBGRADE GRANULAR
MATERIAL, TYPE C

FILL AREA AT STONE RETAINING WALL
TO MEET PROPOSED GRADES,
PAID FOR AS FURNISHED EXCAVATION

: SECTION IS TYPICAL, SPECIFIC
CONDITIONS WILL VARY BASED ON STONE
RETAINING WALL CONFIGURATION AND
GRADES INDICATED ON GRADING PLAN.




