
 

 

 

  

 

 

   

 

   

 

 

 

   

 

 

  

INSIDE ELEVATION OF PARAPET
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STRUCTURE NO. 016-1084

PARAPET DETAILS
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Bar No. Size Length Shape

Pound

Cu. Yds.

BILL OF MATERIAL

SUPERSTRUCTURE

e (E)1 9’-10"#48

CONCRETE REMOVAL Cu. Yds. 0.7

SAW CUTS Foot

PROTECTIVE COAT Sq. Yds. 4.8

1.3
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SECTION COUNTY

ILLINOIS FED. AID PROJECT

VAR. VARIOUS   44    18  
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SHEETS

SHEET

NO.RTE.

2013-041I

CONTRACT NO. 60W86

SCALE:          
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STATE OF ILLINOIS
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I-55 (STEVENSON EXPRESSWAY)

LOCATION 5 (SN 016-1084), EB
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EXISTING SECTION THRU PARAPET

#4 bar = 2’-0’’

Refer to Sheet 3 for location and joint details.

All edges shall have�" chamfer.

NOTE:
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LEGEND

CONCRETE REMOVAL

HATCHED AREA INDICATES 

BARS,EPOXY COATED

REINFORCEMENT 

SUPERSTRUCTURE

CONCRETE


