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BILL OF MATERIAL

Item Unit Total

L. SumDrainage System

2:14:10 PM 8/15/2013

Illinois Design Firm Number 184.001670

0250019-74295-034.dgn

0.25

A

A

Existing 36WF150

|12’-0"|12’-0"

Drain Spacing

Existing 6" } Floor

Top of E. Parapet

|12’-0" |12’-0"

Existing 36WF150

on skew for clarity.)

(Existing Pier not shown

SPANS 4 & 5 ELEVATION

(Looking West)

Pier 4

at N. Abut.

Top of Slopewall & 15 of 35)

(See sheets 14

Proposed Bumper

to manufacturer.

Number and spacing according

sheet 33 of 35 (Typ.)

See Slab Hanger Detail

SECTION A-A

Exterior Fascia Beam

Pipe (Typ.)

Existing Drain

(Typ.)

10" x 6" belled reducer

Concentric collector

(Typ.)

6"} Fiberglass Pipe

|25’-0"

plug

Clean out

6"} Fiberglass Pipe (Typ.)

6"} "T" (Typ.) See Hanger Detail (Typ.)

to existing 36WF160 beams

Drainage System Sloped parallel 

Clean Out (Typ.)

45° Y-Branch

Existing Drainage System

(Typ.)

10" x 6" belled reducer

Concentric collector

the material supplied meets these requirements.

designed to prevent ultraviolet degradation.  The supplier shall certify 

Engineer.  The resin in either case shall have an ultraviolet absorber 

as recommended by the manufacturer. The color shall be as specified by the 

pigmented exterior coat, specifically designed for overcoating fiberglass, 

"Drainage System" shall be pigmented throughout or have a resin-rich 

  The exterior surfaces of the fiberglass pipes and fittings for the 

requirements of ASTM A-307.

  Bolts. washers and nuts for "Drainage System" shall conform to the 

galvanized in accordance with AASHTO M-232.

clamping devices, hangers, inserts and the straps shall be hot dipped 

complete the underdeck drainage system.  See Special Provisions.  The 

clean outs, inserts, straps, hangers and all other necessary items to 

6"} pipe, 6"} T’s, elbows, 45° Y-branch, expansion collars and reducers, 

  The pay item "Drainage System" shall include providing and installing 

wall thickness of 0.10 in.

at 5 percent deflection exceeding 200 cu. in.-lbf/sq. in. and a minimum 

  The reinforced fiberglass shall also have an apparent stiffness factor 

tensile stress.

2996 RTRP with 30,000 p.s.i. minimum short-time rupture strength hoop 

  The pipe and fittings shall be reinforced fiberglass according to ASTM D 

inhibiting agents.

  The surface of the fiberglass pipe and fittings shall be free of bond 

  See sheet 33 of 35 for additional notes and details.

Notes:


