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SCALE: NONE     SHEET NO. 3       3  STA 1441+85.08            1444+00
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HMA SHOULDERS (8")
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60'-70'

PROPOSED TYPICAL ROADWAY SECTION (PAVEMENT REMOVAL AND RECONSTRUCTION) 

PROPOSED TYPICAL ROADWAY SECTION (MILL AND OVERLAY) 

1:
3

1:3

4'

1:
3

1:3

4'

HMA SHOULDERS (8")

HMA PAVEMENT (FULL DEPTH) 10.25"

2

1

4.0%

**

PLACE, 4" (TYPICAL)

TOPSOIL FURNISH AND

**

**

**
 
 
 
 
*

**

& BINDER, PCC BASE)

(3" HMA SURFACE

EXISTING PAVEMENT

65'

4'4'

4' 4'

PAVEMENT REMOVAL

VARIES 65.5' TO 64'

VARIES 64' TO 60' VARIES 65' TO 61.25'

6.0% 6.0%

BLANKET

SEEDING CLASS 2A, EROSION CONTROL 

TOPSOIL FURNISH AND PLACE, 4", 

PAVEMENT BREAKING

CONTINUE BEYOND THE PROJECT TERMINI.

SHALL BE CONNECTED TO EXISTING GUARDRAILS THAT

PROPOSED NORTHBOUND AND SOUTHBOUND GUARDRAILS 

 

2-1/4" AND HMA BINDER COURSE, IL 19.0, N50, 6-1/2"

POLYMERIZED HMA LEVELING BINDER, (MACHINE METHOD) N50, 

POLYMERIZED HMA SURFACE COURSE, MIX "D", N50, 1-1/2"; 

HMA PAVEMENT (FULL DEPTH), 10.25" CONSISTS OF

LOCATED FROM STA 1440+04.58 TO STA 1441+75.08 

THE PROPOSED BRIDGE STRUCTURE SHALL BE 

AND FROM STA 1441+75.08 TO STA 1441+85.08

LOCATED FROM STA 1439+94.58 TO STA 1440+04.58

BRIDGE APPROACH PAVEMENT CONNECTOR SHALL BE 

NOTES:

SUBBASE GRANULAR MATERIAL, TYPE A (12")

POLYMERIZED LEVELING BINDER (MACHINE METHOD), N50, VARIES 0" TO 2-1/4"

EROSION CONTROL

GUARDRAIL AGGREGATE

EROSION CONTROL

GUARDRAIL AGGREGATE

1'1'


