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Johnson, Depp & Quisenberry

CONSULTING ENGINEERS

Springfield, Illinois

STRUCTURE OMISSIONS

S.N. 057-0005: STA 625+24.77 TO 627+83.29

S.N. 057-0004: STA 643+53.46 TO 645+20.19

(1991)

STATION      TO      STATION

EXISTING TYPICAL SECTION

656+05.00            658+24.00

STA 610+90.00 TO STA 628+63.76 (FAI 55 N.B.) S.E. = 0.031 FT/FT

STA 628+63.76 TO STA 644+35.23 (FAI 55 N.B.) S.E. = 0.010 FT/FT

STA 644+35.23 TO STA 655+81.00 (FAI 55 N.B.) S.E. = 0.031 FT/FT

EXISTING

PAVEMENT

STRIPE (TYP.)

EXISTING

PAVEMENT

STRIPE (TYP.)

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

55 MCLEAN 153 9
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RTE.

(57-7HB-2 & 57-7HB-1)BR

CONTRACT NO. 70520

SHEET NO.    OF     SHEETS STA.            TO STA.            SCALE: NO SCALE
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AGGREGATE SHOULDERS

PIPE UNDERDRAINS, 4"

PIPE UNDERDRAINS (SPL), 4"

12’-0"12’-0"

SLOPE: VARIES

4’-0"

SLOPE: VARIES

8" B.A.M. SHOULDERS 

10’-0"2’-0’

SLOPE: VARIES

SUB-BASE GRANULAR

MATERIAL, 6"

P.C.C. PAVEMENT, 10"

2’-0’

~ FAI 55 N.B.

12’-0"

P.C.C. PAVEMENT, 10"
AGGREGATE SHOULDERS

SUB-BASE GRANULAR

MATERIAL, 6"

PIPE UNDERDRAINS, 4"

PIPE UNDERDRAINS (SPL), 4"

VARIES10’-0"2’-0’

8" B.A.M. SHOULDERS 

 3/16 "/FT
 3/16 "/FT & VAR.

 1/2 "/FT
 1/2 "/FT VAR.

VAR.

2’-0’

~ FAI 55 N.B.

6 1/4" TO VAR.

12’-0"

~ FAI 55 (BUS N.B.)

  VETERANS

  PARKWAY N.B.

VARIES 56’’-1 1/2" TO 49’-2"

*

3" HMA SHOULDERS

3 1/4" HMA SHOULDERS

3" HMA RESURFACING (1982)

1 1/2 " HMA SURFACE COURSE (2001)

1 3/4 " HMA BINDER COURSE (1991)

VARIABLE THICKNESS

HMA SHOULDERS

HMA RESURFACING (3" TO 0")

(1982) STA. 655+91 TO STA. 657+11

1 3/4 " HMA BINDER COURSE

(FROM 1991 & 2000 RESURFACINGS)

STA. 656+05 TO STA. 658+24

1 1/2 " HMA SURFACE COURSE (2000)

STA. 657+10 TO 658+24

1 1/2 " HMA SURFACE COURSE (2001)

STA. 656+05 TO STA. 657+10
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*HMA COURSES

30"

TYP.

30"

TYP.


