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PROPOSED TYPICAL SECTION
STATION      TO      STATION

Johnson, Depp & Quisenberry

CONSULTING ENGINEERS

Springfield, Illinois

610+95.00            614+00.00

*

* STA. 654+60.00 TO STA. 656+00.00

HMA SURFACE REMOVAL, VARIABLE DEPTH (PASSING LANE)

(TO PROVIDE MIN. 1 1/2" OF HMA SURFACE)

**
**

4’-0" - STA. 614+00 TO STA. 618+35

6’-0" - STA. 649+10 TO STA. 652+41

6’-0" & VAR. - STA. 652+41 TO STA. 656+00

***

***
10’-0" - STA. 614+00 TO STA. 618+35

12’-0" - STA. 649+10 TO STA. 653+50

10’-0" - STA. 653+50 TO STA. 656+00
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3 4
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PROPOSED GUARDRAIL

(SEE PLANS FOR LOCATION)
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12’-0"

HOT-MIX ASPHALT SURFACE REMOVAL, 4"

4’-0"12’-0"10’-0"

HOT-MIX ASPHALT SURFACE REMOVAL, 6 1/4"

HOT-MIX ASPHALT SHOULDERS

(168 LBS/SQ YD)

 1/2 "/FT

MATCH EXISTING
MATCH EXISTING

 1/2 "/FT

MATCH

EXIST.
MATCH EXISTING

12’-0"

D.L.

12’-0"

D.L.

~ FAI 55 N.B.

~ FAI 55 N.B.

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

MIX "D", N105 (168 LBS/SQ YD)

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

IL-19.0, N 105 (700 LBS/SQ YD)

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

MIX "D", N105 (168 LBS/SQ YD)

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

IL-19.0, N 105 (448 LBS/SQ YD)

AGGREGATE WEDGE SHOULDER, TYPE B

2’-0’

2’-0’

2’-0’

2’-0’

1:
1

1:
1

1:1
1:

1

S.E.=0.031 FT/FT
S.E.=0.031 FT/FT

1:4 & VARIES

1:4
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AGGREGATE WEDGE SHOULDER, TYPE B

AGGREGATE WEDGE SHOULDER, TYPE B

(SEE CROSS SECTIONS)

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

IL-19.0, N 105 (VAR. DEPTH) (112 LBS/SQ YD TO 1008 LBS/SQYD)

HOT-MIX ASPHALT SHOULDERS

VARIABLE DEPTH (168 LBS/SQ YD TO 896 LBS/SQ YD)

MAX 9%
MAX 9%

9%

MAX 9%

MAX

AGGREGATE WEDGE SHOULDER, TYPE B

OR AGGREGATE SHOULDERS, TYPE B, 6"


