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Johnson, Depp & Quisenberry

CONSULTING ENGINEERS

Springfield, Illinois

STRUCTURE OMISSIONS

S.N. 057-0250: STA 625+16.31 TO 628+09.82

S.N. 057-0249: STA 643+34.65 TO 645+34.67

STA. 618+35 TO STA. 619+45

STA. 648+00 TO STA. 649+10

619+45.00            629+35.00

629+35.00            634+75.00

634+75.00            648+00.00

618+35.00            619+45.00

648+00.00            649+10.00

I-55 (N.B.) SUPERELEVATION INFORMATION

* *HMA SURFACE REMOVAL, VARIABLE DEPTH

(TO PROVIDE MIN. 4" DEPTH OF SUB-BASE

GRANULAR MATERIAL, TYPE A)

**

***

***

4’-0" - STA. 618+35 TO STA. 619+45

6’-0" - STA. 648+00 TO STA. 649+10

****

****

10’-0" - STA. 618+35 TO STA. 619+45

12’-0" - STA. 648+00 TO STA. 649+10

5

6

5 6

5 4

6

5

STAGE JT.

STAGE JT.

PROPOSED GUARDRAIL

(SEE PLANS FOR LOCATION)

STA. 606+77.56 TO STA. 614+00

(MATCH EXISTING PAVEMENT SLOPE)

STA. 614+00 TO STA. 628+63.75 (S.E.=3.1%)

STA. 628+63.75 TO STA. 629+11.75 TRANSITION TO S.E.=1.5%

STA. 629+11.75 TO STA. 642+70 (S.E.=1.5%)

STA. 642+70 TO STA. 642+85 TRANSITION TO S.E.=2.0%

STA. 642+85 TO STA. 645+85 (S.E.=2.0%)

STA. 645+85 TO STA. 646+18 TRANSITION TO S.E.=3.1%

STA. 646+18 TO STA. 656+00 (S.E.=3.1%)

STA. 656+00 TO STA. 658+24 N.C.

(MATCH EXISTING PAVEMENT SLOPE) PROPOSED GUARDRAIL

(SEE PLANS FOR LOCATION)
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12’-0"12’-0"

SLOPE: VARIES

6’-0"2’-0’ 2’-0’

PCC PAVEMENT 10 1/2" (JOINTED)

SUB-BASE GRANULAR MATERIAL,

TYPE C 4"

PCC SHOULDERS, 8"

SUB-BASE GRANULAR MATERIAL,

TYPE A 4"

PAVEMENT BREAKING

EMBANKMENT (EARTH)

#6 RE-BAR 30" LONG 

@ 30"| SPACING

12’-0"

18"

6"

PIPE UNDERDRAINS, 4"

12’-0"12’-0"

HOT-MIX ASPHALT SURFACE REMOVAL, 4"

PCC PAVEMENT 10 1/2" (JOINTED)

SUB-BASE GRANULAR MATERIAL,

TYPE A 4"

#6 RE-BAR 30" LONG 

@ 30"| SPACING

HOT-MIX ASPHALT SHOULDERS

(896 LBS/SQ YD)

 1/2 "/FT

SUB-BASE GRANULAR MATERIAL,

TYPE C

~ FAI 55 N.B.

~ FAI 55 N.B.

PAVEMENT BREAKING

 1/2 "/FT

 1/2 "/FT

 1/2 "/FT

18"S.E.=0.031 FT/FT

S.E.=0.031 FT/FT

2’-0’2’-0’

9%

MAX 9%

MAX
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EMBANKMENT (EARTH)
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PROPOSED

PAVEMENT

STRIPE (TYP.)

PROPOSED

PAVEMENT

STRIPE (TYP.)9%

MAX 9%

MAX

6"

6"

SUB-BASE GRANULAR MATERIAL,

TYPE A

SUB-BASE GRANULAR MATERIAL,

TYPE A

6 1/2"
VAR. 4"

6"

6"

4"
4"4"

VAR.

AGGREGATE SHOULDERS,

TYPE B, 6"

AGGREGATE SHOULDERS,

TYPE B, 6"

AGGREGATE SHOULDERS,

TYPE B, 6"

AGGREGATE SHOULDERS,

TYPE B, 6"


