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(4) VERTICAL PANELS W/LIGHTS @ 25’ CTRS. ON TEMPORARY

CONCRETE BARRIER WALLS THE LAST 100’ OF TAPER PRIOR

TO TANGENT.
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SEE STANDARD 701423

FOR ADDITIONAL INFORMATION

FOR PLACING TRAFFIC CONTROL SIGNS,

BARRICADES, DRUMS OR VERTICAL PANELS.

LANE CLOSURE TAPER

BEGINS AT STA. 61+06

L/2

L = (55)(5) = 275

L/2 = 137.5

5

TYPE II BARRICADE, DRUM OR VERTICAL

BARRICADE WITH STEADY BURNING MONODIRECTIONAL LIGHT

(SPACED ACCORDING TO STANDARD 701423)
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SECTION A-A

NOTES:

UTILIZE TRAFFIC CONTROL STANDARD 701421 FOR PLACEMENT OF

TEMPORARY CONCRETE BARRIERS. (FLAGGER REQUIRED UNTIL BARRIER

PLACEMENT COMPLETED).

BARRIER WALL REFLECTORS, TYPE C, SHALL BE MOUNTED ON THE TANGENT

PORTIONS OF THE TEMPORARY CONCRETE BARRIERS AS SHOWN IN STANDARD

704001. REFLECTORS ON RIGHT SHALL BE CRYSTAL, REFLECTORS ON LEFT SHALL BE AMBER.

INCLUDED IN THE COST OF TC&P (SPECIAL) LOCATION 2.

NOT TO SCALE

IMPACT ATTENUATORS, TEMPORARY

(NON-REDIRECTIVE NARROW), TEST LEVEL 3

USE STANDARD 701411 AT THE

I-74 EB TO BUSN. I-55 SB RAMP

PAID FOR AS TC&P 701411.

CMS SHALL BE PLACED

ON BUSINESS I-55 SB AS DIRECTED

BY THE ENGINEER 14 DAYS IN

ADVANCED OF THIS DETAIL BEING 

UTILIZED. PAID FOR AS CHANGEABLE

MESSAGE SIGN.

NOT TO SCALE

TEMPORARY

CONCRETE BARRIER

Johnson, Depp & Quisenberry

CONSULTING ENGINEERS

Springfield, Illinois




