
  

 

 
   

 

 

 

   

 

   

 

 

  

 

 

 

SEC. 32, TWP. 22 N, RNG. 6E, 3RD P.M.
SEC. 29, TWP. 22 N, RNG. 6E, 3RD P.M.
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LEGEND

TEMPORARY DITCH CHECK

PERIMETER EROSION BARRIER

INLET AND PIPE PROTECTION

SEEDING, CLASS 4, MULCH METHOD 2

SEEDING, CLASS 2, EROSION CONTROL BLANKET

SEEDING, CLASS 2, MULCH METHOD 2

RIPRAP, CLASS A4

2" BALLED AND BURLAPPED TREE ON 20’ CENTERS

NOTES:

1.

2.

CLASS 7 SEEDING SHALL BE USED TO TEMPORARILY SEED AREAS DESIGNATED

TO BE SEEDED PERMANENTLY WITH CLASS 2 AND CLASS 4 SEED

SEEDING CLASS 2 AREAS SHALL BE FERTILIZED.  SEEDING CLASS 4

AREAS WILL NOT BE FERTILIZED PER ARTICLE 250.07 OF THE

STANDARD SPECIFICATIONS.

SEE ARTICLE 250.07 OF THE STANDARD SPECIFICATIONS FOR PLANTING TIMES.3.

TREES, CONTINUED 

6’ INSIDE PR. R.O.W., TYPICAL

BEGIN TREES, STA. 378+50

6’ INSIDE PR. R.O.W., TYPICAL

STA. 379+03.5

55.3 & 81.2 RT
STA. 378+91.5

55.3 & 81.2 RT

 370+00  375+00  380+00
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