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13’-0" 13’-0"

33’-0"

PROPOSED TYPICAL CROSS SECTION
STATION    TO   STATION

2306+18.00      2309+00.00
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13’-0" 13’-0"

1:4 & VAR.

HOT-MIX ASPHALT SURFACE COURSE

MIX "C", N50 (168 LBS./SQ. YD.)

COMBINATION CONCRETE

CURB AND GUTTER, TYPE B-6.24

SUB-BASE GRANULAR

MATERIAL, TYPE B, 4"

GUTTER REMOVAL

STATION    TO   STATION

2291+00.00      2306+18.00

33’-0" VARIES 33’-0" TO 40’-0"
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COMBINATION CONCRETE

CURB AND GUTTER, TYPE B-6.24

SUB-BASE GRANULAR

MATERIAL, TYPE B 4"

HOT-MIX ASPHALT SURFACE COURSE

MIX "C", N50 (168 LBS./SQ. YD.)

VARIES 40’-0" TO 43’-0"

STRIPE

SLOPE:  3/16 "/FT. SLOPE:  3/16 "/FT.

STRIPE

SLOPE:  3/16 "/FT. SLOPE:  3/16 "/FT.
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HOT-MIX ASPHALT SURFACE REMOVAL, 1 1/2 "
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SAW CUT SAW CUT
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EXPANSION JOINT
MAILBOX TURNOUT LOCATIONS
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P.C.C. DRIVEWAY

PAVEMENT, 6"

SLOPE:  3/16 "/FT.
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LEVELING BINDER (MACHINE METHOD)

IL-9.5FG, N50 (84 LBS./SQ. YD)

LEVELING BINDER (MACHINE METHOD)

IL-9.5FG, N50 (84 LBS./SQ. YD)


