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** CHAMPAIGN & DOUGLAS

~ BOX CULVERT

LEGEND

DRAWING NOT TO SCALE
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~ ELEVATION 698.88

~ ELEV. 696.13

CLASS D PATCHES,

TYPE IV, 8"

EXISTING PAVEMENT, 13 1/4 "
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PROPOSED U.S.F.L. = 693.40

PROPOSED D.S.F.L. = 693.20
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DETAIL OF POROUS GRANULAR EMBANKMENT PAY LIMITS

CULVERT NO. 12, STATION 2237+60.00

S.N. 010-8138

PAY LIMITS OF POROUS GRANULAR EMBANKMENT - CA-6

POROUS GRANULAR MATERIAL - CA-7 (6")

INCLUDED IN PAY ITEM FOR BOX CULVERT

DETAIL OF POROUS GRANULAR EMBANKMENT

PAY LIMITS, STA. 2237+60.00

CULVERT NO. 12

1) WORK SHOWN IN THE DETAIL SHALL BE PERFORMED

IN ACCORDANCE WITH APPLICABLE PORTIONS OF 

SPECIFICATIONS. 

2) POROUS GRANULAR EMBANKMENT SHALL EXTEND 2 FT.

BEYOND THE AGGREGATE SHOULDER.

3) THIS WORK SHALL BE PAID FOR AT THE CONTRACT

UNIT PRICE PER CUBIC YARD FOR POROUS GRANULAR

EMBANKMENT.

4) THE AREA TO BE EXCAVATED FOR THE PROPOSED

BOX CULVERT SHALL BE MEASURED AND PAID FOR

AT THE CONTRACT UNIT PRICE PER CUBIC YARD FOR

STRUCTURE EXCAVATION.  THE QUANTITY CALCULATED

WILL BE THE AREA FOR THE PROPOSED STRUCTURE

LESS THE AREA REQUIRED TO REMOVE THE EXISTING 

STRUCTURE.  THE EXISTING STRUCTURE AREA IS

CONSIDERED TO BE THE AREA CONTAINED BETWEEN

THE BOTTOM OF THE PAVEMENT TO THE BOTTOM OF THE

STRUCTURE TIMES THE OUTSIDE DIAMETER OF THE

STRUCTURE. 

SECTION 207 AND SECTION 540 OF THE STANDARD


