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** CHAMPAIGN & DOUGLAS

AUTOMATIC FLASHING LIGHT

SIGNAL W/GATE AND CANTILEVER

STATION 2313+45.81

15.85’

14.15’

AUTOMATIC FLASHING LIGHT

SIGNAL W/GATE AND CANTILEVER

4.0’

3.7’

SOUTHBOUND LANE CLOSURE

NORTHBOUND LANE CLOSURE

AUTOMATIC FLASHING LIGHT

SIGNAL W/GATE AND CANTILEVER

STATION 2313+45.81

15.85’

14.15’

AUTOMATIC FLASHING LIGHT

SIGNAL W/GATE AND CANTILEVER

4.0’

3.7’

CURB & GUTTER

CONSTRUCTION LIMITS
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CURB & GUTTER

CONSTRUCTION LIMITS

PROPOSED IMPROVEMENTS

END AT STA. 2310+00

DISTANCE DETERMINED

IN FIELD

100’ MAX. TAPER +
5
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33’

33’

FLAGGER PROVIDED

BY CONTRACTOR

PROPOSED IMPROVEMENTS

END AT STA. 2310+00

33’
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FLAGGER PROVIDED

BY CONTRACTOR
100’ MAX. TAPER

TRAFFIC CONTROL DETAIL FOR

RAILROAD TRACKS IN PHILO

WORK AREA

FLAGGER WITH TRAFFIC CONTROL SIGN

CONE OR DRUM AT 20’ CENTERS

WORK AREA

FLAGGER WITH TRAFFIC CONTROL SIGN

CONE OR DRUM AT 20’ CENTERS

EXSTING R.O.W. LINE

EXSTING R.O.W. LINE

EXSTING R.O.W. LINE

EXSTING R.O.W. LINE

TRAFFIC CONTROL DETAIL FOR

RAILROAD TRACKS IN PHILO

NOTES:

1. THE CONTRACTOR’S FLAGGER NORTH OF THE RAILROAD TRACKS SHALL

BE A MINIMUM DISTANCE OF 25 FT FROM THE TRACKS.

2. THE NORTH END OF THE TAPER SHALL END PRIOR TO STATION 2311+50

TO ALLOW TRAFFIC TO GET INTO THE NORTHBOUND LANE BEFORE 

THEY APPROACH THE RAILROAD SIGNAL AND GATE.

3. TRAFFIC CONTROL WITHIN THE CURB & GUTTER CONSTRUCTION LIMITS

SHALL FOLLOW HIGHWAY STANDARD 701501.

NOTES:

1. THE CONTRACTOR’S FLAGGER NORTH OF THE RAILROAD TRACKS SHALL

BE A MINIMUM DISTANCE OF 25 FT FROM THE TRACKS.

2. THE NORTH END OF THE TAPER SHALL BEGIN A MINIMUM DISTANCE OF

25 FT SOUTH OF THE RAILROAD TRACKS.  SOUTHBOUND TRAFFIC SHALL

BE DIRECTED INTO THE NORTHBOUND LANE AS SOON AS POSSIBLE SO THAT

NO TRAFFIC WILL BACK UP WITHIN THE TAPER OR STOP ON THE TRACKS.

3. TRAFFIC CONTROL WITHIN THE CURB & GUTTER CONSTRUCTION LIMITS

SHALL FOLLOW HIGHWAY STANDARD 701501.
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