
      

      

      

      

      

      

      

      

      

ILLINOIS DEPARTMENT OF TRANSPORTATION

SCALE: 1" = 20’ 

DATE: 03/23/09

DRAWN BY: B.B.P.

CHECKED BY: G.A.E.
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SEE GENERAL NOTES

#3 & #4
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PLAN

SECTION A-A WITH NEGATIVE GRADE

PROP. COMBINATION CONCRETE

CURB AND GUTTER

~

PROPOSED COMBINATION CONCRETE

CURB AND GUTTER (DEPRESSED)

PROP. P.C. CONCRETE

DRIVEWAY PAVEMENT

LONGITUDINAL CURB

EXPANSION JOINT

15’ (4.6 m) RADIUS (TO FACE) UNLESS

OTHERWISE SHOWN IN PLANS

10’-0" | CENTERS

SCORED GROOVES

OPTIONAL CONSTRUCTION JOINT

RADIUS

POINT

PROPOSED COMBINATION CONCRETE

CURB AND GUTTER (DEPRESSED)

*

* WIDTH OF PROPOSED

GUTTER FLAG

LEGEND

NOTE: THE ENTRANCE WIDTHS SHOWN ON THE PLANS

      SHALL BE INTERPRETED TO BE THE WIDTHS

      AT THE COMPLETED RADIUS, WHICH MAY

      BE LOCATED BEHIND THE R.O.W. LINE. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

12’-0" MIN. & VAR. FOR

ALLEYS AND PRIVATE ENTRANCES

35’-0" MAX. & VAR. FOR

COMMERCIAL ENTRANCES

7"
VAR.

12"

& VAR.

6" & VAR.

3’-0"
6"

SECTION A-A WITH POSITIVE GRADE

6"

12"

& VAR.

3’-0"

6’-0"

& VAR.
6’-0"

& VAR.

1. THIS LONGITUDINAL CURB EXPANSION JOINT SHALL BE

PLACED ONLY WHERE THE PROPOSED P.C. CONCRETE

DRIVEWAY PAVEMENT MEETS AN EXISTING CONCRETE

ENTRANCE.

2. THE LONGITUDINAL CURB EXPANSION JOINT SHALL

CONFORM TO SECTION 1051 OF THE STANDARD SPECS.

3. DRIVEWAYS THAT WILL MEET EXISTING OR PROPOSED

CURB NEAR THE R.O.W. LINE SHALL HAVE THE CURB

CONSTRUCTED FULL HEIGHT TO THE R.O.W. LINE.

4. DRIVEWAYS THAT WILL BE CONSTRUCTED WITH FULL

HEIGHT CURBS AND NOT MEETING EXISTING OR

PROPOSED CURBS NEAR THE R.O.W. LINE SHALL HAVE THE

CURB SLOPED AS SHOWN ABOVE.

5. THE ENTRANCE GRADES SHALL BE AS SHOWN ON THE 

STATION CROSS SECTIONS AND/OR AS DIRECTED BY THE

ENGINEER.

6. THE P.C. CONCRETE DRIVEWAY PAVEMENT SHALL BE

CONSTRUCTED WITH SCORED GROOVES, AS SPECIFIED

IN ARTICLE 423.06 OF THE STANDARD SPECIFICATIONS.

7. THE COMBINATION CONCRETE CURB AND GUTTER SHALL 

BE CONSTRUCTED AS SHOWN AND WILL BE PAID FOR AT

THE CONTRACT UNIT PRICE PER LIN. FT. FOR COMBINATION

CONCRETE CURB AND GUTTER OF THE TYPE SPECIFIED

IN THE PLANS AND NO ADDITIONAL COMPENSATION WILL

BE ALLOWED.

8. BEFORE A CHANGE IN THE METHOD OF CONSTRUCTION

IS ALLOWED, THE REQUEST SHALL BE SUBMITTED IN 

WRITING AND MUST BE APPROVED BY THE ENGINEER.

9. THE VARIABLE HEIGHT CURB ADJACENT TO THE P.C. 

CONCRETE DRIVEWAY PAVEMENT SHALL BE CONSTRUCTED

MONOLITHIC WITH AND INCLUDED IN THE AREA OF THE 

P.C. CONCRETE DRIVEWAY PAVEMENT OF THE THICKNESS

SPECIFIED IN THE PLANS.  THIS WORK WILL BE PAID FOR

AT THE CONTRACT UNIT PRICE PER SQ. YD. FOR P.C. 

CONCRETE DRIVEWAY PAVEMENT OF THE THICKNESS

SPECIFIED IN THE PLANS, INCLUDING THE MONOLITHIC

CURBS AS SPECIFIED, THE SCORED GROOVES, THE 

LONGITUDINAL CURB EXPANSION JOINTS, AND THE 

ADDITIONAL THICKNESS REQUIRED ADJACENT TO THE

DEPRESSED COMBINATION CONCRETE CURB AND GUTTER,

AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED. 

GENERAL NOTES

ENTRANCE DETAILS/PHILO

*  (205,57,105)RS-2

** CHAMPAIGN & DOUGLAS

EXISTING R.O.W. LINE

WITH VAR. LIMITS

(PRIVATE AND COMMERCIAL - PHILO)
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FULL HEIGHT CURB PRIVATE ENT.

FULL HEIGHT CURB COMMERCIAL ENT.

OR AS OTHERWISE SHOWN ON PLANS

20’-0" (MAX.)

(SEE PLANS)

SLOPE AS SHOWN ON

STATION CROSS SECTIONS

20’-0" (MAX.)

(SEE PLANS)

FULL HEIGHT CURB PRIVATE ENT.

FULL HEIGHT CURB COMMERCIAL ENT.

OR AS OTHERWISE SHOWN ON PLANS

SEE GENERAL NOTE #1

SEE GENERAL NOTES

#3 & #4

SLOPE AS SHOWN ON

STATION CROSS SECTIONS

6"

TYPICAL DETAIL OF PCC DRIVEWAY PAVEMENT - IN PHILO


