
P

808 * **

70623

REVISIONS NAMEDATE
ILLINOIS DEPARTMENT OF TRANSPORTATION

Note: All dimensions are in INCHES

(millimeters) unless otherwise shown.

11/06         REPLACED DETAILS D-1.02 &  

d-1.06                     

                           

                           

                           

                           

                           

                           

                           

                           

                           

      

      

      

      

      

      

      

      

      

      

        

        

        

        

        

        

        

        

        

        
DISTRICT 5 DETAIL NO. 66700AAA   

    PERMANENT SURVEY   

        MARKERS        

  (TYPE IV & ADJUSTED) 

DISTRICT 5 DETAIL NO. X0301232   

SECTION COUNTY

                          715 321
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** CHAMPAIGN & DOUGLAS

BRONZE TABLET

EXISTING

PAVEMENT

SAW CUT

PROPOSED

RESURFACING

EXISTING

PAVEMENT

EXISTING CAST IRON

ADJUSTABLE MONUMENT

BOX TO BE ADJUSTED TO

GRADE AFTER RESURFACING

IS COMPLETE.

3"

(75)

3"

(75)

12" (300) MIN.

 1/2 " (13) MIN.

CLEARANCE

REMOVE AND REPLACE WITH

EPOXY MORTAR CONFORMING

TO THE REQUIREMENTS OF

ARTICLE 1025.01 AND WITH

THE APPLICABLE PORTIONS

OF SECTION 1025 OF THE

STANDARD SPECIFICATIONS

THIS WORK WILL BE PAID FOR AT THE CONTRACT UNIT PRICE,

EACH, FOR "PERMANENT SURVEY MARKERS TO BE ADJUSTED"

AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

16 1/2 "

(400)

8"

(200)

6"

(150)

EXISTING CLASS SI

CONCRETE

4 EXISTING #4 (#10)

REINFORCEMENT BARS

66700110 - PERMANENT SURVEY MARKERS TO BE ADJUSTED
66700505 - PERMANENT SURVEY MARKERS, TYPE IV

R.O.W. LINE

MAINLINE PAVEMENT
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DCROSS TIE MARKER

MONUMENT

FINISHED GRADE

ELEVATION
GROUND

ELEVATION

TO BE BACKFILLED AFTER

BRONZE TABLET IS MARKED

BRONZE TABLET

MONUMENT

CROSS TIE MARKERS

BRONZE TABLET

TOP VIEW

SIDE VIEW

SYMBOLS

NOTE:

THE CONTRACT UNIT PRICE FOR PERMANENT

SURVEY MARKERS, TYPE IV, WILL BE PAYMENT

IN FULL FOR FURNISHING, INSTALLING, AND

PERMANENTLY MARKING ONE MONUMENT AND

FURNISHING AND INSTALLING FOUR CROSS TIE

MARKERS AT THE LOCATIONS SPECIFIED.  THE

DESIGN CHIEF OF SURVEYS MUST BE CONTACTED

FOR SUPERVISION OF THE PLACEMENT AND

CONSTRUCTION OF THESE ITEMS.
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4-#4 (#10) REINFORCEMENT

BARS 3’-8" (1.12 m) LONG

CLASS SI CONCRETE

CAST IN PLACE

10"

(254)

1
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(3
0

0
)

12" (300)

MIN.

1" (25)

1-#4 (#10) REINFORCEMENT

BAR 3’-3" (991) LONG

 3/16 " (5) R

3" (75)
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18" (457) R

.15" (4)

 3/4 "

(19)

.15" (4)

.5" (13)

.15" (4)

6"

(150)

TO BE INSTALLED IN PAVEMENT OR TURF AREAS WITHIN THE

RIGHT-OF-WAY FOR PRESERVING LAND SURVEY MONUMENTS

(SECTION OR SUBSECTION CORNERS) UNDER DIRECTION OF

THE CHIEF OF SURVEYS

TO BE INSTALLED FOR PRESERVING EXISTING CAST IRON

PERMANENT SURVEY MARKERS, TYPE III

TYPICAL APPLICATIONS


