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PROPOSED TYPICAL SECTION

REVISIONS

NAME DATE
ILLINOIS DEPARTMENT OF TRANSPORTATION

SCALE:

DATE 4/07

DRAWN BY MLO

CHECKED BY RMD

VERT.

HORIZ.

SECTION COUNTY

STA. TO STA.

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

6406    1(BR-2)  74 11
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HOT-MIX ASPHALT SURFACE COURSE

MIX D N50 (168 LB/SQ YD)

HOT-MIX ASPHALT BINDER COURSE

IL-19.0, N50 (1008 LBS/SQ YD)

SUBBASE GRANULAR MATERIAL, TYPE A, 4" (TYP.)

COMBINATION CONCRETE CURB &

GUTTER, TYPE M-6.24 (TYP.)

2’ 

COMBINATION CURB & GUTTER REMOVAL (TYP.)

PAVEMENT BREAKING

STA. 0+13 TO STA. 0+93

1/4"/FT. 1/4"/FT.

P.G.L.

6%
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LT. STA 0+13.00 TO LT. STA 0+89.67

COMBINATION CONCRETE CURB &

GUTTER, TYPE B-6.24 (TYP.)

SUBBASE GRANULAR MATERIAL, TYPE A, 4"

6"

FURNISHED EXCAVATION

SEMINARY STREET

STA. 0+13.00 TO STA. 1+70.00

6"

1:
1

18"

NOTE:  ALL HOT-MIX ASPHALT SHALL

      BE PLACED UTILIZING A STRINGLINE

6"

AGGREGATE SHOULDERS

TYPE B


