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HOT-MIX ASPHALT
Eff.:  12/1/2009

Revise the first paragraph of Article 1030.05(d)(3) to read as follows:

Required Field Tests.  The Contractor shall control the compaction process by testing the mix density at random locations determined by the Engineer in accordance with the QC/QA document, “Determination of Random Density Test Site Locations”, and recording the results on forms approved by the Engineer.  The density locations will be disclosed and marked by the Engineer after all compaction efforts have been completed.  Locations shall be laid out using a tape measure or an approved measuring wheel.  The Contractor shall follow the density testing procedures detailed in the QC/QA document, “Illinois-Modified ASTM D 2950, Standard Test Method for Determination of Density of Bituminous Concrete In-Place by Nuclear Method”.

Revise the third paragraph of Article 1030.05(d)(3) to read as follows:

If the Engineer determines the nuclear density test method is not appropriate for the mixture, cores shall be taken at random locations determined by the Engineer in accordance with the QC/QA document, “Determination of Random Density Test Site Locations”.  The density locations will be disclosed and marked by the Engineer after all compaction efforts have been completed.  Locations shall be laid out using a tape measure or approved measuring wheel.  Three QC cores shall be taken at equal distances transversely across the test site.  Three QA cores shall be taken 1.0 foot longitudinally to the location of the QC cores using the same transverse offset.  Each set of three cores shall be averaged to provide a single test site result for acceptance.  Core densities shall be determined using the Illinois-Modified AASHTO T 166 or T 275 procedure.



Designer’s Note:  This special provision was developed by the District (Materials) and is to be included in all contracts utilizing Hot Mix Asphalt (HMA).  
