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COOK

IL RTE 58

IL RTE 58

CONTRACT NO. 60L43

581-N-11320

EXISTING TYPICAL SECTION

PROPOSED TYPICAL SECTION

MATCH EXISTING

EXISTING

WESTBOUND EASTBOUND

31’21.7’

EXISTING

MATCH EXISTING

STA. 500+00 TO STA. 502+68

+HMA 13 1/4"

EXIST. 

SHEET NO. 1 OF 2 SHEETS

EXISTING AND PROPOSED TYPICAL SECTIONS

IL RTE 58 AT SHALES PKWY / COUNTRYFIELD LANE

SCALE: NTS
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REMOVAL ITEMS
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1

PROPOSED STRIP REFLECTIVE CRACKING CONTROL SYSTEM

AND SODDING, SALT TOLERANT

TOPSOIL FURNISH AND PLACE, 4", 

PROPOSED P.C.C. SIDEWALK, 5"

PROPOSED COMBINATION CONCRETE CURB AND GUTTER B-6.24

PROPOSED SAFETY EDGE

PROPOSED GRADING AND SHAPING OF SHOULDERS

PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B

PROPOSED GEOTECHNICAL FABRIC FOR GROUND STABILIZATION

PROPOSED AGGREGATE SUBGRADE, 12"

PROPOSED HMA BASE COURSE WIDENING,  7" (IN TWO LIFTS)

PROPOSED HMA SURFACE COURSE, MIX "D", N70,  2"

PROPOSED HMA SURFACE REMOVAL, 2"

EXISTING HMA AFTER MILLING, | 8 1/4"

EXISTING HMA AFTER MILLING, | 11 1/4"

EXISTING CURB & GUTTER, B-6.18

EXISTING AGGREGATE SHOULDER

50 10

STA. 500+00 TO STA. 502+68


