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TEMPORARY 

CONCRETE BARRIER 

PRE-STAGE NOTES:

HOT-MIX ASPHALT SURFACE REMOVAL, 1 1/2 " FROM STA. 411+30.00 TO STA. 

425+66.00 RT, STA. 426+79.50 TO STA. 430+71.92 RT AND STA. 433+07.46 TO 

STA. 443+30.00 RT USING STANDARD 701426.

1 1/2 " HOT-MIX ASPHALT SURFACE COURSE, MIX "C", N50 FROM STA. 411+30.00 TO 

STA. 425+66.00 RT, STA. 426+79.50 TO STA. 430+71.92 RT AND STA. 443+07.46 

TO STA. 443+30.00 RT WHERE SHOULDER WILL BE USED AS A RUN AROUND FOR 

STAGE 1 CONSTRUCTION.

HOT-MIX ASPHALT SURFACE 

REMOVAL, 1 1/2 " AND 1 1/2 " 

HOT-MIX ASPHALT SURFACE 

COURSE, MIX "C", N50 

4.08’

HOT-MIX ASPHALT SURFACE 

REMOVAL, 1 1/2 " AND 1 1/2 " 

HOT-MIX ASPHALT SURFACE 

COURSE, MIX "C", N50 

3.08’

TEMPORARY PAVEMENT 

MARKING - 4" (TYP.)

GENERAL NOTES:

PLACEMENT OF TEMPORARY CONCRETE BARRIERS, TEMPORARY IMPACT 

ATTENUATORS AND DRUMS WITH STEADY BURNING LIGHTS SHALL BE AS SHOWN.

PLACEMENT OF OTHER TRAFFIC CONTROL ITEMS NOT SHOWN ON THE PLANS 

SHALL BE DONE ACCORDING TO STANDARD 701421 OR 701431.
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