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PCC GROUT

EXISTING PIPE UNDERDRAIN

EXISTING DITCH FLOW LINE

ADJUST SLOPES TO MATCH

RIPRAP, CL. A1. LESS THAN 4"

4" OR GREATER, USE STONE

STORM SEWER FOR PIPE

CORE O-D+2" HOLE IN

FLOW LINE

PROPOSED DITCH 

RIPRAP, CL. A1

12" OF STONE

BEYOND HEADWALL

12" OF STONE

CONCRETE HEADWALL FOR PIPE DRAIN

EX MEDIAN DITCH EX UNDERDRAIN OUTLET TO BE REMOVED

CONNECT TO EXISTING UNDERDRAIN PIPE

PR MEDIAN DITCH
MINIMUM SLOPE 0.5%

1:
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20’

2’ 2’

PROPOSED AGGREGATE BASE COURSE, TYPE B, 6" FULL-DEPTH HMA PAVEMENT 6"

1.5%1.5%

CROSSOVER EMBANKMENT 
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6% 1.5%

EXISTING HMA SHOULDER

EXISTING RESURFACING

EXISTING PAVEMENT

2% SLOPE TO DRAIN 

PROPOSED AGGREGATE BASE COURSE, TYPE B, 6"

FULL-DEPTH HMA PAVEMENT 6"

BE INCLUDED IN THE COST OF FURNISHED EXCAVATION.

THE COST OF CROSSOVER EMBANKMENT CONSTRUCTION SHALL 

NOTES:

PIPE UNDERDRAIN 6" (SPECIAL)

PIPE UNDERDRAIN 4" (SPECIAL)

PROPOSED PIPE UNDERDRAIN, 6" (SPECIAL)

PROPOSED PIPE UNDERDRAIN, 4" (SPECIAL)

EXISTING OR PROPOSED STORM SEWER

FOR CONNECTION TO EXISTING SEWER.

WILL BE PAID FOR AT THE CONTRACT UNIT PRICE EACH

6" (SPECIAL) TO EXISTING AND PROPOSED STORM SEWERS

PIPE UNDERDRAINS 4" (SPECIAL) AND PIPE UNDERDRAINS

ALL ITEMS REQUIRED FOR CONNECTING PROPOSED 

NOTE: 
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