
SECTION COUNTY
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 729       *      VERMILION

ILLINOIS DEPARTMENT OF TRANSPORTATION

REVISIONS

NAME DATE

RTE.

F.A.P.

EXISTING STORM DRAIN

PROPOSED ELBOW IF REQUIRED

FIELD CUT HOLE IN

STORM SEWER FOR PIPE

PROPOSED STORM SEWER

NOTE:

PROPOSED STORM DRAIN

PROPOSED STORM DRAIN

PCC GROUT

ALL ITEMS REQUIRED FOR CONNECTING EXISTING

STORM DRAINS TO PROPOSED STORM SEWER

SHALL BE CONSIDERED INCLUDED IN THE COST

OF CONSTRUCTING THE STORM SEWER.

DETAILS
MISCELLANEOUS

DETAIL OF CONNECTING STORM DRAINS TO PROPOSED STORM SEWER

* 36(W,RS-1) & 34Z-2(W,RS)

DATE AUGUST 2003

DRAWN BY TD

CHECKED BY AWM

CONTRACT #90939

164298

3
8

m
m

15
0m

m

15
0

m
m

15
0

m
m

6
0
0

m
m

3
0
0

m
m
 
T

O
 

6
0
0

m
m

30
0

m
m
 
T
O
 

A

A

B

B

C

C

75mm EXPANSION

75mm EXPANSION

75mm EXPANSION
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CURB AND GUTTER

COMBINATION CONCRETE

(FACE)

300mm RAD.

CURB AND GUTTER

COMBINATION CONCRETE
1.0M (MIN)

1.0% (MIN) TO 2.0% (MAX)

SIDEWALK CROSS-SLOPE

150mm 2.1M * * UNLESS OTHERWISE NOTED ON THE PLANS

CURB AND GUTTER

COMBINATION CONCRETE
1.0M (MIN)

150mm 150mm1.5M

450mm *

150mm 150mm1.5M

450mm *

CURB AND GUTTER

COMBINATION CONCRETE
1.0M (MIN)

1.0% (MIN) TO 2.0% (MAX)

SIDEWALK CROSS-SLOPE

1.0% (MIN) TO 2.0% (MAX)

SIDEWALK CROSS-SLOPE

CURB, TYPE B (SPECIAL)

PAY LIMITS FOR CONCRETE

CURB, TYPE B (SPECIAL)

PAY LIMITS FOR CONCRETE

CURB, TYPE B (SPECIAL)

PAY LIMITS FOR CONCRETE

125mm

125mm

125mm

75mm EXPANSION

(FACE)

300mm RAD.

TYPICAL HANDICAP ACCESSIBLE SIDEWALK RAMP
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150mm

150mm

PAY LENGTH

40mm DIA. PIPE HANDRAIL

PIPE HANDRAIL DETAIL
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US 136 BUTT JOINT DETAIL @ BEGINNING OF SECTION

SURFACE OF BRICK PAVEMENT

38mm

167mm & VAR.

SAW CUT

205mm

SECTION A-A

SECTION B-B

SECTION C-C
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SEE INTERSECTION DETAIL SHEETS

PLAN STATION OFFSET LOCATION

DETECTABLE WARNING

DETECTABLE WARNING

**

**

**

WITH PC CONCRETE SIDEWALK, 125mm.

PORTION OF THE SIDEWALK RAMP, FILL BOULEVARD

IF BOULEVARD IS LESS THAN 450mm WITH ANY

- SEE STANDARDS FOR ADDITIONAL INFORMATION.

COURSE, IL-19.0, N90

POLYMERIZED HOT-MIX ASPHALT BINDER

COURSE, MIX "D", N90

POLYMERIZED HOT-MIX ASPHALT SURFACE EXISTING PAVEMENT

HMA RESURFACING

EXISTING BRICK PAVEMENT WITH

HMA SURFACE REMOVAL, 140mmEXISTING HMA SURFACING

COURSE, IL-19.0, N90

POLYMERIZED HOT-MIX ASPHALT BINDER

COURSE, MIX "D", N90

POLYMERIZED HOT-MIX ASPHALT SURFACE
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10.808m

US 136 BUTT JOINT DETAIL @ END OF SECTION
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95mm

HMA SURFACE REMOVAL, 50mm HMA SURFACE REMOVAL, BUTT JOINT


