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AHEAD

CLOSED

LEFT LANE

W20-5L(0)-48

2

MEDIAN
MEDIAN

MEDIAN
MEDIAN

SN 084-0117

6

111

AHEAD

WORK

ROAD

ROAD

CONSTRUCTION

AHEAD

W21-1(0)-48

Or

W20-1(0)-48

W20-I103(0)-48

Or

W20-7(O)-48

5

1 1 1

AHEAD

CLOSED

LEFT LANE

W20-5L(0)-48

W21-1(0)-48

Or

W20-7(O)-48

5

AHEAD

WORK

ROAD

ROAD

CONSTRUCTION

AHEAD

W20-1(0)-48

Or

W20-I103(0)-48

3

4

4
2

GENERAL NOTES

unless otherwise shown.

All dimensions are in inches 

 

the closure of one traffic lane in an Urban area.

activities encroach on the pavement requiring

night, any vehicle, equipment, workers or their

This Standard is used where at any time, day or

I
SIGN SPACING

Posted Speed Sign Spacing

<45 200’ (60 m)

Arrow board

Work area

burning mondirectional light

Barricade or drum with steady

Flagger with traffic control sign

(Cones for daytime use only)

Cone, drum or barricade

Sign on portable or permanent support

SYMBOLS

55

50-45

500’ (150 m)

350’ (100 m)

KEEP

RIGHT

KEEP

LEFT

R4-7a R4-8a

1

2

4

5

3

6

Or

6

6

in taper.

Use appropriate sign (R4-7a OR R4-8a)

present.

Use flagger sign only when flagger is

20’ centers in taper.

Cones, drums or barricades at

between devices may be doubled.

barricades are used, the interval 

When drums or type I or II

Cones at 25’  centers.

Required for speeds > 40 mph.

for distances.

Refer to SIGN SPACING TABLE


