
DETECTABLE WARNING UNIT SIZES

MANUFACTURER

RADII & WIDTH MAY VARY PER 

STRAIGHT DETECTABLE WARNING UNITS

RADIAL DETECTABLE WARNING UNITS
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MANUFACTURER

WIDTH MAY VARY PER RADIAL UNITS ARE SITUATED ABOUT THE CURB RADIUS, DOME ORIENTATION IS NOT SIGNIFICANT.

RAMP TO PERMIT TRACKING BETWEEN DOME ROWS. ON BLENDED TRANSITIONS OR FLUSH TRANSITIONS, WHERE 

WHEELCHAIR TRAVEL WHICH IS REQUIRED TO BE PERPENDICULAR TO THE GRADE BREAK AT THE BOTTOM OF THE 

THE ROWS OF DOMES IN THE DETECTABLE WARNING MATERIAL MUST BE ALIGNED WITH THE PATH OF 

GENERAL NOTE:

DETECTABLE WARNING UNIT SECTION

 WALK

 CONCRETE

5" OR 8"

 WARNING SURFACE

DETECTABLE

 (WHERE APPLICABLE)

 SUPPLIED BY MANUFACTURER

SECURING PIN OR ANCHOR

 APPLIES)

 CURB WHERE

 FLARE (OR SIDE

RAMP SIDE

 ADJACENT CONCRETE

 BETWEEN THE UNIT EDGE AND

1/4" MAX. VERTICAL TRANSITION

UNIT PATTERN & DOME DETAIL
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- VERIFY ALL DIMENSIONS WITH THE PRODUCT MANUFACTURER.
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DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
DETECTABLE WARNINGS

CITY OF CHICAGO

 WITH STREET*

 OR SIDEWALK WHERE FLUSH

 MATCHES FULL RAMP WIDTH

DETECTABLE WARNING

ACCEPTABLE IF REQUIRED FOR PROPER INSTALLATION OF THE DETECTABLE WARNING SURFACE PRODUCT

*A BORDER OF 2 INCHES OR LESS AROUND THE DETECTABLE WARNING SURFACE IS

WITH THE PRODUCT MANUFACTURER.
- IF USING RADIAL UNITS, VERIFY THAT THE CURB RADIUS MATCHES AVAILABLE UNIT RADII 
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