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MULTI-LEG BOOT. THE BOOT SHALL MEET MILITARY SPECIFICATION 

ALL MULTI-CONDUCTOR CABLES SHALL BE FITTED WITH A HEAT-SHRINK 

CONDUIT FITTINGS SHALL BE PVC COATED GALVANIZED STEEL. 

HINGE AND DOOR STOP, SHALL BE STAINLESS STEEL.  ALL CONDUIT AND

HARDWARE FOR THE HANDHOLE DOOR, INCLUDING THE HANDLE/LATCH MECHANISM, 

ALL TOWER SHAFT HARDWARE, SUCH AS GROUND LUGS, JUNCTION BOXES, 

SPLICING WILL NOT BE ALLOWED WITHIN THE LUMINAIRE RING.

CONTAINED WITHIN. 

THE TENON ARMS SHALL ALSO BE TAGGED CORRESPONDING TO THE WIRING

ALL RING WIRES SHALL BE TAGGED WITH WIRE MARKERS AT BOTH ENDS

CAPPED WITH HEAT SHRINK INSULATING BOOTS, CRIMP CAPS ARE UNACCEPTABLE. 

SHALL THEN BE CLOSED WITH A  CAP AS SPECIFIED  ALL WIRES SHALL BE

RESPECTIVE TENON ARM AND SHALL BE TRAINED BACK INTO THE ARM WHICH

LUMINAIRE WIRES SHALL EXTEND 24 INCHES (609mm) LONGER THAN THE
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LUMINAIRE RING TERMINAL BOX

SIDE VIEWFRONT VIEW
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NOTES

AS SPECIFIED

QUANTITY OF 8 OR 12

2" (50.8) SCH.40 PIPE

LUMINAIRE ARM TYP.

AS REQUIRED

COUNTER WEIGHTS

AND LUMINAIRE WIRING.

PLUG TERMINAL BLOCKS,

NEMA 4x BOX WITH

POWER CABLE SHEAVE

EACH TENON ARM (TYP.)

INSPECTION COVER WITH GASKET AT

POWER CABLE

CORD GRIP

WATER TIGHT BUSHING

NEMA 4X BOX

(QUANTITY AS REQUIRED)

TO EACH TENON ARM

JACKETED CABLE

2-1/C#12, 1#12 GND.

AS SPECIFIED

ATTACHMENT HARDWARE

MECHANISM, PULLEYS, AND

HOOD TO HOUSE LATCHING

WASHERS

NUTS, LOCK

SS BOLTS,

PVC COATED

POWER CABLE

PVC COATED

CONDUIT HUB
LUMINAIRE RING

BRACE

SS BRACKET

SS BOLTS, NUTS, LOCK WASHERS

MOUNTING BRACKET

STAINLESS STEEL

POWER CORD

VENT DRAIN

PVC COATED

ELBOW (TYP.)

PULLING

" DIA.2
11

STEEL CONDUIT,

PVC COATED RIGID

PVC COATED

ELBOW (TYP.)

PULLING

STEEL TETHER

CAP WITH STAINLESS

VENT DRAIN

16"W X 20"L X 10"D

STEEL JUNCTION BOX

NEMA 4X STAINLESS

DIAMETER MIN.

7.5" (190.5)

POLE TOP

WITH INSECT SCREEN

LUMINAIRE RING DRAIN

CLOSED LUMINAIRE RING.

GUIDE FOR POWER CABLE

FOUR WAY ROLLER

SHEAVES (TYP.)

SUPPORT CABLE

MANUFACTURER.

RECOMMENDED BY TOWER

ROLLERS (TYP.) QUANTITY AS

4" (101.6) DIA. NEOPRENE

HEAD FRAME

POLE CAP

FULLY ENCLOSED WIREWAY

LUMINAIRE RING WITH

7.5" (190.5) MIN.
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LUMINAIRE RING
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DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
100 FT TO 160 FT (30 m TO 49 m)

HIGH MAST LIGHT TOWER
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