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EXISTING LEGEND

EXISTING HMA SURFACE COURSE, 1 1/2"

 

EXISTING BINDER COURSE, 1 3/4"

 

EXISTING HMA SURFACE COURSE, 1 1/2" 

EXISTING HMA BINDER COURSE, 1 1/2"

 

EXISTING PCC PAVEMENT, 8"

 

EXISTING SUB-BASE GRANULAR MATERIAL, TYPE A 4"

 

EXISTING HMA SHOULDERS, 8"

EXISTING AGGREGATE SHOULDERS, TYPE B (WEDGE)

P.C. CONCRETE BASE COURSE WIDENING, 7"

STRIP REFLECTIVE CRACK CONTROL
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(MAHOMET RD SBLTL)

STA. 242+21.85 - STA. 244+31.50
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SAW CUT PAVEMENT (TYP.)
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SCALE: AS SHOWN

HMA SURFACE COURSE, MIX "D", N70 

(168 LB/SQ YD & VAR.)

HOT-MIX ASPHALT BASE COURSE, IL-19.0, N70, 

VARIABLE DEPTH (0 TO 2240 LB/SQ YD)

 

SUB-BASE GRANULAR MATERIAL, TYPE B 4"

HMA SHOULDERS, 8"

AGGREGATE SHOULDERS, TYPE B

PORTLAND CEMENT CONCRETE SIDEWALK, 5"

GUARDRAIL

SEEDING, CLASS 2A

FURNISHED EXCAVATION

INCIDENTAL HOT-MIX ASPHALT




