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SIGN ON PORTABLE OR

PERMANENT SUPPORT

TEMPORARY PAVEMENT MARKING

TYPE III BARRICADE

WORK AREA

VERTICAL PANEL

LEGEND

+
4
6 STOP BAR, 24"

STOP
HERE

ON
RED

R11-2
48"X30"

ROAD

CLOSED

R10-6A-2430

SEE STANDARD 701316 FOR 

DETAILS OF APPROACH 
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STOP BAR, 24"
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EXISTING CREEK CHANNEL

TYPE III BARRICADE W/ 

FLASHING LIGHTS & ROAD 

CLOSED SIGN

STAGE II NOTES

1. ERECT SIGNS, TRAFFIC SIGNALS, BARRICADES UTILIZING 

THE APPLICABLE DETAILS OF TRAFFIC CONTROL STANDARD 

701316.

2. PLACE TEMPORARY PAVEMENT MARKING AND MOVE TRAFFIC 

TO THE TEMPORARY RUNAROUND DETOUR.  REMOVE 

CONFLICTING MARKING AS NEEDED.

3. REMOVE THE EXISTING BRIDGE, CONSTRUCT THE PROPOSED 

TRIPLE BARREL CULVERT, AND CONSTRUCT THE WEST 

WINGWALLS.

4. REALIGN CHANNEL THROUGH BOX CULVERT AND CONSTRUCT 

EAST WINGWALLS AND EMBANKMENT.  DIRECT FLOW 

THROUGH TEMPORARY CULVERTS.

5. CONSTRUCT NEW PAVEMENT TO THE PROPOSED GRADELINE, 

AS SHOWN ON THE PLAN.

6. ALL TRAFFIC CONTROL ITEMS DESCRIBED FOR STAGE II 

CONSTRUCTION, WILL BE PAID FOR AS TRAFFIC CONTROL & 

PROTECTION STANDARD 701316 (SPECIAL).
TYPE III BARRICADE W/ 

FLASHING LIGHTS & ROAD 

CLOSED SIGN
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