16'MEDIAN/LEFT TURN LANE

8’ 8’

EXISTING TYPICAL ROADWAY SECTION

STA.

STA. 18435 TO STA. 135+38
140+48 TO STA. 205+00

16'MEDIAN/LEFT TURN LANE

8’ 8’

PROPOSED TYPICAL ROADWAY SECTION

STA. 18435 TO STA. 135+38

LEGEND:

EXISTING P.C.C. PAVEMENT, 9%, HINGE JOINT

EXISTING AGGREGATE SUBGRADE, 12

EXISTING STABILIZED MEDIAN SURFACE, 12"

EXISTING TOPSOIL AND GRASS

HOOOOOEO

PROPOSED PRECAST OR CLASS B PATCHING
(SEE PATCHING SCHEDULE)

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

PROPOSED DIAMOND GRINDING AND GROOVING (ROADWAY SECTION), ¥’ TO /4"

HOT-MIX ASPHALT MIXTURE REQUIREMENTS
MIXTURE TYPE AIR VOIDS (%) @ Ny
STABILIZED MEDIAN SURFACE
HOT-MIX ASPHALT SURFACE COURSE, MIX D, N50, 2" 47 @ 50 GYR
HOT-MIX ASPHALT BASE COURSE, (HMA Binder IL-19mm), 10" 47 @ 50 GYR

THE “AC TYPE” FOR POLYMERIZED HMA MIXES SHALL BE “SBS/SBR PG 76 -22" AND
FOR NON-POLYMERIZED HMA THE ““AC TYPE SHALL BE "“PG 64 -22" UNLESS MODIFIED

BY DISTRICT ONE SPECIAL PROVISIONS.

FOR “PERCENT OF RAP’ SEE DISTRICT ONE SPECIAL PROVISIONS.

EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE M-2.18 OR TYPE M-2.12

STA. 140+48 TO STA. 205+00
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