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RE-USE EXISTING TYPE A FOUNDATION

REPLACE PAINTED POST WITH 16 FT. POST,

1
1

TRAFFIC SIGNAL BACKPLATEEACH6

SIGNAL HEAD, 1-FACE, 5-SECTIONEACH8

SIGNAL HEAD, 1-FACE, 3-SECTIONEACH2

TRAFFIC SIGNAL POSTEACH2

VALUE OF THE REMOVED EQUIPMENT SHALL BE REFLECTED IN THE CONTRACT BID PRICE.

DISPOSED OF BY THEM OUTSIDE THE RIGHT-OF-WAY AT THEIR EXPENSE.  THE SALVAGE

THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR AND SHALL BE

 QUANTITIES OFSCHEDULE

 ITEMPAY UNIT QNTY.

 INSTALLATION SIGNAL TRAFFIC EXISTING OFMAINTENANCE EACH 1

 FT. 16 STEEL GALVANIZED POST, SIGNALTRAFFIC EACH 2

 MOUNTED MAST-ARM 3-SECTION, 1-FACE, LED, HEAD,SIGNAL EACH 2

 MOUNTED BRACKET 5-SECTION, 1-FACE, LED, HEAD,SIGNAL EACH 4

 MOUNTED MAST-ARM 5-SECTION, 1-FACE, LED, HEAD,SIGNAL EACH 4

 ALUMINUM LOUVERED, BACKPLATE, SIGNALTRAFFIC EACH 6

 CABINET CONTROLLER EXISTINGMODIFY EACH 1

 EQUIPMENT SIGNAL TRAFFIC EXISTINGREMOVE EACH 1

 SPECIAL SUPPLY, POWERUNINTERRUPTABLE EACH 1

SHOPPING CENTER
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TO MATCH THE EXISTING ADJACENT SYSTEM.

FOR THIS PROJECT SHALL BE "ECONOLITE"

THE TRAFFIC SIGNAL CONTROLLER EQUIPMENT

NOTE:

NILES

TS 11210

IL ROUTE 58 (GOLF ROAD) AT TOYS R US /  MILWAUKEE PLAZA

CABLE PLAN, PHASE DESIGNATION DIAGRAM AND SCHEDULE OF QUANTITIES

THE CONTROLLER CABINET.

THE PROPOSED UPS SHALL BE INSTALLED ON THE LEFT (EAST) SIDE OF2.

"UNINTERRUPTABLE POWER SUPPLY, SPECIAL".

LED CONFIRMATION BEACONS SHALL BE INCLUDED IN THE PAY ITEM

REPLACEMENT OF THE EXISTING CONFIRMATION BEACONS WITH NEW1.
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