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INDIAN HEAD PARK, ILLINOIS 60525

201 ACACIA DRIVE

VILLAGE OF INDIAN HEAD PARK

SCALE: NONE     

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS  

INDICATES 100% PLEASANTVIEW FIRE PROTECTION DISTRICT COST

2

2

TEMPORARY TRAFFIC SIGNAL TIMING

ELECTRIC CABLE IN CONDUIT, NO. 20 3/C, TWISTED, SHIELDED

UNINTERRUPTIBLE POWER SUPPLY, SPECIAL

FULL-ACTUATED CONTROLLER AND SUPER P CABINET TYPE IV, SPECIAL

TRAFFIC CONTROL AND PROTECTION, (SPECIAL)

REMOVE EXISTING CONCRETE FOUNDATION

REMOVE EXISTING DOUBLE HANDHOLE

REMOVE EXISTING HANDHOLE

REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT

TEMPORARY TRAFFIC SIGNAL INSTALLATION

LIGHT DETECTOR AMPLIFIER

LIGHT DETECTOR

DETECTOR LOOP, TYPE I

INDUCTIVE LOOP DETECTOR

TRAFFIC SIGNAL BACKPLATE, LOUVERED, ALUMINUM

SIGNAL HEAD, LED, 2-FACE, 1-3 SECTION, 1-5 SECTION, BRACKET MOUNTED

SIGNAL HEAD, LED, 1-FACE, 5-SECTION, MAST ARM MOUNTED

SIGNAL HEAD, LED, 1-FACE, 3-SECTION, MAST ARM MOUNTED

CONCRETE FOUNDATION, TYPE E, 36-INCH DIAMETER

CONCRETE FOUNDATION, TYPE C

CONCRETE FOUNDATION, TYPE A

STEEL MAST ARM ASSEMBLY AND POLE, 44 FT.

STEEL MAST ARM ASSEMBLY AND POLE, 42 FT.

STEEL MAST ARM ASSEMBLY AND POLE, 38 FT.

STEEL MAST ARM ASSEMBLY AND POLE, 30 FT.

TRAFFIC SIGNAL POST, GALVANIZED STEEL 16 FT.

ELECTRIC CABLE IN CONDUIT, SERVICE, NO. 6 2C

ELECTRIC CABLE IN CONDUIT, LEAD-IN, NO. 14 1 PAIR

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 7C

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 5C

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 3C

ELECTRIC CABLE IN CONDUIT, EQUIPMENT GROUNDING CONDUCTOR, NO. 6 1C

DOUBLE HANDHOLE

HEAVY-DUTY HANDHOLE

HANDHOLE

UNDERGROUND CONDUIT, GALVANIZED STEEL, 4" DIA.

UNDERGROUND CONDUIT, GALVANIZED STEEL, 3" DIA.

UNDERGROUND CONDUIT, GALVANIZED STEEL, 2 1/2" DIA.

UNDERGROUND CONDUIT, GALVANIZED STEEL, 2" DIA.

SERVICE INSTALLATION, POLE MOUNTED

PAVEMENT MARKING REMOVAL

THERMOPLASTIC PAVEMENT MARKING-LINE 24"

THERMOPLASTIC PAVEMENT MARKING-LINE 6"

THERMOPLASTIC PAVEMENT MARKING-LINE 4"

THERMOPLASTIC PAVEMENT MARKING LETTERS AND SYMBOLS

SIGN PANEL - TYPE 1

MOBILIZATION

ENGINEER’S FIELD OFFICE, TYPE A

MEDIAN REMOVAL

COMBINATION CURB AND GUTTER REMOVAL

HOT-MIX ASPHALT PAVEMENT, FULL DEPTH, 13 1/2"

AGGREGATE (PRIME COAT)

BITUMINOUS MATERIALS (PRIME COAT)

AGGREGATE SUBGRADE IMPROVEMENT, 12"
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