
 

 

 

  

 

 

   

 

   

 

 

 

   

 

 

  

 

CHAIN LINK FENCE 6’

 
 

(STD. 6640001)

 

 

REMOVAL OF EXISTING FENCE POSTS BY DRILLING 

OR CORING AND GROUTING A NEW FENCE POST 

(LINE TERMINAL, END CORNER AND GATE) IN 

ACCORDANCE  WITH THE APPLICABLE PORTIONS 

OF SECTIONS 664 AND 1025 OFTHE STANDARD 

SPECIFICATIONS.

 

 

GALVANIZED POSTS SHALL CONFORM TO THE REQUIREMENTS

OF STANDARD 864001 POSTS UTILIZED IN THE REPAIR WORK

SHALL BE THE SAME TYPE SHAPE AS POSTS ADJACENT TO THE 

REPAIR AREA UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

NO USED MATERIALS WILL BE PERMITTED.

 

 

TYPICAL LIGHT POLE

 

 

TEMINAL POST

 

 

TERMINAL POST

 

FENCE CONFLICT WITH LIGHT POLE
 

N.T.S.

 

 

6"

 

 

6"

 

POST REMOVAL AND REPLACEMENT

 

EXISTING LOCATION POST MUST BE USED.

NO NEW POST HOLES WILL BE ALLOWED.

 

 

EXIST. CONC. PAD

 

 

EXIST. CONC. POST FOUNDATION

 

~ ~

 

1/4" - 1/2"

 
 

MIN.

 

 

POST REMOVAL AND REPLACEMENT

SHALL BE FULL DEPTH.
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SPECIAL FENCE DETAILS
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