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ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  
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unless otherwise noted.

All dimensions are in inches (millimeters)

TYPICAL MEDIAN TRANSITIONS
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4 See Special Note 1

L = See plans
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CCC&G (Typical - No edge stripe

Edge of Pavement

See Special Note 1
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9 See Special Note 1

MEDIAN INTRODUCTION - WIDTH TRANSITIONS
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RECOMMENDED SPACING BETWEEN DIAGONAL LINES

SPEED LIMIT RANGE CONTINUOUS Introductions)

Median and Left Turn Lane

(Includes Width Transitions for

INTERSECTION CHANNELIZATION
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Gap Markings10

Table A

See 10

Table A
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Width Transition

Left Turn Lane Introduction

L = See plans
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TYPICAL TREATMENT:

SIGNALIZED INTERSECTION

11

Begin diagonal when

Table A

See

FLUSH PAVED MEDIAN: RESTRICTED LEFT TURN LANE

Continuous Striped Median

L = See plans

WIDTH TRANSITION

LEFT TURN LANE INTRODUCTION -

L = SEE PLANS

TYPICAL TREATMENT:

MULTI-LANE WITH CCC&G

11

2-LANE WITH SHOULDER

TYPICAL TREATMENT:

STD 780001 STD 780001

STD 780001

Width = 36(900)

End Diagonal When

C.-C.

(1.5m)

5’

C.-C.

(2m)

6’-6"

when width=36(900)

Begin diagonal

30’(9 m)

(Typical), or See plans

L = 500’(150m)min.

10(250)

width 36(900)

Over 45 mph (70 km/h)

30 - 45 mph (50 - 70 km/h)

Less Than 30 mph (50 km/h)

150’ (46m)

75’ (23m)

50’ (15m)

30’ (9m)

20’ (6m)

15’ (5m)

TYPICAL PAVEMENT MARKINGS


