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(PARK STREET)

SIDEWALK EXTENSION DETAILS
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PROPOSED SIDEWALK, CULVERT EXTENSION LAYOUT

WARNING

DETECTABLE

PROPOSED

13.50’

CURB & GUTTER, TYPE B 6.24

PROPOSED COMBINATION CONCRETE

CURB & GUTTER REMOVAL

PROPOSED COMBINATION CONCRETE

PROPOSED EARTH GRADING & SHAPING FOR DRAINAGE

   END SECTION (1 EACH)   

C. PROPOSED REMOVE EXISTING FLARED

   TYPE 2, 18"  (19’-3" LENGTH)

B. PROPOSED PIPE CULVERT, CLASS A,

   CONCRETE FLARED END SECTION 18"

A. PROPOSED PRECAST REINFORCED

A

8’-0"

52.28’ LT

1+17.23

59.23’ LT

1+23.94

(685.8 SQ FT)

SIDEWALK, 4"

PROPOSED P.C.C.

4

= 252 SQ YD

EARTHWORK AREA

APPROXIMATE *

*

*

SIDEWALK DRAINAGE.

TO ALLOW PROPER

1.5% SIDEWALK SLOPE*-

MULCHING AND SEEDING QUANTITIES.

SEE SCHEDULE SHEETS FOR PROPOSED

EXISTING TREES ARE NOT TO BE DISTURBED.
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 NORTH WABASH AVE.

LC 
 NORTH WABASH AVE.

60.00’ LT

1+74.93

SYSTEM.

DRAINAGE INTO THE EXISTING DRAINAGE

EARTH SHALL ALLOW FOR PROPER

PROPOSED GRADING AND SHAPING OF

THE ENGINEER SHALL INSURE THAT

(79 CU YD)

PROPOSED FURNISHED EXCAVATION

47.18’ LT

1+50.00

55.28’ LT

1+50.00

00.00’ LT

1+79.60

34.69
’

53.77’ LT

1+75.41

34.59’ LT

1+76.90

40.80’ LT

1+76.42


