
EXISTING TYPICAL ROADWAY SECTION WEST OF STRUCTURE

24’-6"

~ ROADWAY

10’-0" 10’-0"3’-0"3’-0" 3’-0" 3’-0"

1’-0"

MIN.

1’-0"

3’-0"

2 1/4 " EXISTING

HMA RESURFACING

EXIST. HMA SURFACE

COURSE

SUPER VARIES

SUPER VARIES

MIN.

4’-6"

 
 

 
 

 

 

 

 

 

 

 

26’-0"

~ ROADWAY

13’-0" 13’-0"

2’-0"

2’-0"

HMA SURFACE REMOVAL,

VARIABLE DEPTH

TRANSITION SUPER FROM
BRIDGE TO MATCH EX TRANSITION SUPER FROMBRIDGE TO MATCH EX

4%
VARIES 4% MAX.

HMA SHOULDERS, 8"

S
L
O

P
E
 V

A
R
IE

S

1
:4

 T
O

 1
:2

4%

EXIST. SIDEWALK

TO BE REMOVED

PCC SIDEWALK, 4"

 
 

 
 

VARIES 4’-0"VARIES1’-0" VARIES

AGG. SHOULDERS, TYPE B 6"

EXIST. BASE COURSE

WIDENING, 9" (TYP.)

EXIST. AGGREGATE

SHOULDER (TYP.)
EXIST. PCC

PAVEMENT

EMBANKMENT (TYP)

EXIST. SIDEWALK

PROPOSED TYPICAL ROADWAY SECTION

STA 847+50 TO STA 848+18.34

TOPSOIL, 4"

PAINT PAVEMENT 

MARKING LINE - 4"

SUBBASE GRANULAR

MATERIAL TYPE B, (4" MIN.)

5’-0" TO EXIST.8’-0" TO 6’-6"3’-0" TO 7’-0"

1 1/2 " HMA SURFACE COURSE, MIX "C", N70

LEVELING BINDER (MACHINE METHOD), N70,

DEPTH VARIES (1" MIN.)

1:
2

EARTH SHOULDER

(TO STA. 847+80.00)

SECTION COUNTY

ILLINOIS FED. AID PROJECT

332 WABASH 53 5

TOTAL

SHEETS

SHEET

NO.RTE.

(103B)B-1

CONTRACT NO. 74220

SHEET NO. 1 OF 5 SHEETS STA.            TO STA.            SCALE: NTS

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

FILE NAME

Y:\IDOT\933-12_74220\CLIENT\Final (111215)\CADD\Highway\CADD Sheets\D774220-sht-typical.dgn

RJTUSER NAME =

PLOT SCALE = 40.0000 ’ / IN.

PLOT DATE = 12/15/2011

=

DATE

DESIGNED

CHECKED

DRAWN

-

-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

MTM

JJS

MTM

SEPTEMBER 2011

F.A.P.

 TYPICAL SECTIONS

              

              

              

              

MAX. 2%


