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PROPOSED TYPICAL ROADWAY SECTION

STA 849+33.93 TO STA 849+63.88

TRANSISTION SHOULDER IN 25’

TO MATCH S.E. OF APPROACH SLAB

SPBGR (TYP)

COMPACTED 

EARTH FILL

6"

1:
1

TOPSOIL, 4"

PAINT PAVEMENT 

MARKING LINE - 4"

HMA SURFACE REMOVAL,

VARIABLE DEPTH

SUBBASE GRANULAR

MATERIAL TYPE B, (4" MIN.)

1’-0"

STONE RIPRAP

CLASS A4

HMA SHOULDERS, 8"

SUBBASE GRANULAR

MATERIAL TYPE B, (4" MIN.)

1’-0"

AGG. SHOULDERS, TYPE B 6"

EMBANKMENT (TYP)

1 1/2 " HMA SURFACE COURSE, MIX "C", N70

LEVELING BINDER (MACHINE METHOD), N70,

DEPTH VARIES (1" MIN.)

1:2

SECTION COUNTY

ILLINOIS FED. AID PROJECT

332 WABASH 53 7

TOTAL

SHEETS

SHEET

NO.RTE.

(103B)B-1

CONTRACT NO. 74220

SHEET NO. 3 OF 5 SHEETS STA.            TO STA.            SCALE: NTS

STATE OF ILLINOIS
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 TYPICAL SECTIONS

              

              

              

              

MAX. 2%

2’-0"

TYPE B6.24 COMBINATION

CONCRETE CURB AND GUTTER

NOTE: CONCRETE CURB AND GUTTER CONTINUE

TO APPROACH SLAB LIMITS (849+69.88)


